
DATEFILED MAY 24, 1996
LAND:FEE & PATENTED STATE LEASENO. PUBUC LEASE NO UG0 3 4 2 17 -A INDIAN

DRILUNGAPPROVED: JULY 1 5 19 9 6
SPUDDED IN:

COMPLETED: PUT TO PRODUCING

INITIALPRODUCTION:

GRAVITYA.P.I.

GOR:

PRODUCINGZONES

TOTALDEPTH:

WELLELEVATION:

DATEABANDONED:

FIELD: CASTLE PEAK
UNIT:

COUNTY: DUCHESNE
WELLNo BALCRON MONUMENT FEDERAL 14-4 API NO. 43-013-31666
LOCATION. 7 1 FSL FT. FROM (N) (S) UNE 6 0 7 FWL FT. FROM (E) (W) UNE. SW SW 1/4 - 1/4 SEC.

TWP. RGE. SEC- OPERATOR TWP. RGE. SEC. OPERATOR

9S lfiE



QUATERNARY Star Point Chinie Molas
Alluvium Wahweap $hinarump Manning Canyon
Lake beds Masuk Moenkopi Mississippian
Pleistocene Colorado Sinbad Humbug
Lake beds Sego PERMIAN Brazer
TERTIARY Buck Tongue Kalbab Pilot Shale
Pliocene Castlegate Coconino Madison
Salt Lake Mancos Cutler Leadville
Oligocene Upper Hoskinnini Redwall
Norwood Middle DeChelly DEVONIAN
Eocene Lower White Rim Upper
Duchesne River Emery Organ Rock Middle
Uinta Blue Gate Cedar Mesa Lower
Bridger Ferron Halgaite Tongue Ouray
Green River Frontier Phosphoria Elbert

Dakota Park City McCracken
Burro Canyon Rico (Goodridge) Aneth
Cedar Mountash Supai Simonson Dolomite
Buckhorn Wolfcamp Sevy Dolomite
JURASSIC CARBONI FEROUS North Poini
Morrison Pennsylvanian SILURIAN
Salt Wash Oquirrh Laketown Dolomite

Cotton San Rafeal Gr. Weber ORDOVICIAN
Flagstaff Summerville Morgan Eureka Quart2ite
North Horn B Bluff Sandstone Hermosa Pogonip Limestone
Almy Curtis CAMBRIAN
Palgacene- Entrada Pardox Lynch
Current Cree Moab Tongue Ismay Bowman
Nort¾rn Carn\el Desert Creek Tapeats
CRETACEOUS Glen Canyon Gr. Akah Ophir
Montana .-.. Navajo Barker Creek



EXHIBIT "M"

ARCHEOLOGICAL- ENVIRONMENTAL
RESEARCHCORPORATION

P. O. Box 853 . Bountiful, Utah 84011-085
Tel: (801) 292-7061, 292-9668

NO\l2 91993
November 22, 1993 ,

Subject: CULTURAL RESOURCE EVALUATION OF FOUR PROPOSED
WELLS IN THE MONUMENT BUTTES AND PLEASANT
VALLEY LOCALITIES OF DUCHESNE AND UINTAH
COUNTIES, UTAH

Project: Balcron Oil -- 1993-1994 Development Program

Project No.: BLCR-93-10

Permit No.: Dept. of Interior -- UT-93-54937

State Project No: UT-93-AF-655b

To: Ms. Bobbie Schuman, Balcron Oil Division, P.O. Box 21017, Billings, Montana
59104

Mr. David Little, District Manager, Bureau of Land Management, 170 South 500
East, Vernal, Utah 84078

Info:.
.

Antiquities Section, Division of State History, 300 Rio Grande, Salt Lake City,
Utah



CULTURAL RESOURCE EVALUATION

OF FOUR PROPOSED WELLS

IN THE MONUMENT BUTTES AND

PLEASANT VALLEY LOCALITIES

OF DUCHESNE AND UINTAH COUNTIES, UTAH

Report Prepared for Balcron Oil Company

Dept. of Interior Permit No.: UT-93-54937
AERC Project 1414 (BLCR-93-10)

Utah State Project No.: UT-93-AF-655b

Principal Investigator
F. Richard Hauck, Ph.D.

Authors of the Report
F. Richard Hauck & Glade V Hadden

ARCHEOLOGlCAL-ENVIRONMENTAL RESEARCH
CORPORATION (AERC)

181 North 200 West, Suite 5
P.O. Box 853

Bountiful, Utah 84011-0853

November22,



·
. O

ABSTRACT

An intensive cultural resourceevaluation has been conducted for Balcron Oil Company

of four proposed.wells (Units 14-4, 33-5, 34-7 and 11-25) and associated access routes situated

on BLM administeredlands located in the Monument Buttes locality of Duchesne County, Utah

and the Pleasant Valley locality of Uintah County, Utah. This evaluation involved a totalof

32.06 acres, of which 30 acres are associated with three of the four well pads and an additional

2.06 acres associated with the various access road rights of way. These evaluations were

conducted by F. R. Hauck, Glade Hadden and Walter Lenington of AERC on November 12and

15, 1993.

No previouslyrecordedsignificantor NationalRegister eligible cultural resourceswill

be adverselyaffected by the proposeddevelopments.

One newlyidentifiedcultural resource activitylocuswas discoveredand recordedduring

the examinations.42DC 784 is a significant prehistoric activity locus associatedwith well

location 34-7. This site is locatedoutside the impact zone for the proposed well and no adverse

impactis expected.

No isolatedartifactswere noted or recorded during the investigations.

AERC recommends project clearance based on adherence to the stipulations noted in the

final section of this
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GENERALINFORMATION

On November 12 and 15, 1993, AERC archaeologists F. R. Hauck, Glade Hadden and

Walter Lenington conducted an intensive cultural resource evaluation for Balcron Oil Company

of Billings, Montana. This examination involved three proposed well locations (Units 14-4, 33-5

and 34-7) and associated access roads located in the Monument Buttes area, and a fourth well

location (11-25) located in the Pleasant Valley area south of Myton, Utah. Unit 11-25 has been

previously surveyed in 1991 for Greenwood Holdings by Sagebrush Archaeological Consultants

(Polk 1991), so no further survey was deemed necessary. Some 32.06 acres were examined

whichincludesca. 30 acres associated with the three surveyed well pads and an additional 2.06

acres associatedwith the various 100 foot-wideaccess routes. This project is situatedin the

Monument Buttes locality of Duchesne County, Utah. The entire project area is situatedon

federallandsadministeredby theBureau of Land Management, Vernal District Office, Diamond

Mountain Resource Area.

The purpose of the field study and this report is to identify and document cultural site

presence and assess National Register potential significancerelative to established criteria (cf.,

Title 36 CFR 60.6). The proposed developments of these four drilling locations require

archaeological evaluations in compliance with U.C.A. 9-8-404, the Federal Antiquities Act of

1906, the Reservoir. Salvage Act of 1960-as amended by P.L. 93-291, Section 106 of the

National Historic Preservation Act of 1966-as amended, the National Environmental Policy Act

of 1969,theFederal Land Policy and Management Act of 1979, the Archaeological Resources

ProtectionAct of 1979,the Native American Religious Freedom Act of 1978, the Historic

Preservatiori Act of 1980, and Executive Order 11593.

In additiontodocumentingculturalidentity and significance,mitigation recommendations

relativeto thepreservationof culturaldata andmaterialscan be directedto the Bureauof Land

ManagementVernal District Office, and to theUtah StateAntiquitiesSection. This work was

doneunderU.S. Department of Interior Permit for Utah UT-93-54937 whichexpires on January

31, 1994.

Pro.iect Location

The project location is in the Monument Buttes locality of Duchesne County, Utah

(situated on the Myton SE 7.5 minute topographic quad) and in the Pleasant Valley locality of

Uintah County, Utah (situated on the Pariette Draw SW 7.5 minute topographic quad). The

proposed drilling locations are situated in the following sections:

Balcron MonumentFederal #144 is locatedin the SW - SW of Section 4, T. 9 So., R.

16E. and includesca. 600 feet of access road (see Map 1)
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Balcron Monument Federal #33-5 is located in the NW - SE of Section 5, T. 9 So., R.
16 E. (see Map 1)

Balcron Monument Federal #34-7 is located in the SW - SE of Section 7, T. 9 So., R.
17 E. and includes ca. 300 feet of access road (see Map 2)

Balcron Monument Federal #11-25 is located in the NW - NW of Section 25, T. 8 So.,
R. 17 E. (see Map 3)

Environmental Description

The project area is within the 5000 to 5800 foot elevation zone above sea level. Open
rangelandterrainand eroded Eocene lakebed surfacesare associatedwith the project area.

The vegetation in the project area includes Chrysothamnus spp. Artemisia spp.,
Eriogonum spp., Sarcobatus vermiculatus, Ephedra viridis, Cercocarpus spp.
Atriplex canescens, and a variety of grasses.

The geologicalassociationswithin the project area consist of fluvial and lake deposits
which correlate with theUinta Formation which is of Tertiary age.

PREVIOUSRESEARCHIN THELOCALITY

Fîle search
A records search of the site files and mapsat the Antiquities Section of the State Historic

Preservation Office in Salt Lake City was conducted on October 18, 1993. A similar search was
conducted in theVernal District Office of the BLM on November 12, 1993. The National
Register of Historic Places has beenconsulted and no registered historicor prehistoric properties
will be affected by the proposed developments.

A varietyof knowncultural sitesare situated in the Monument Buttes / Castle Peak Draw

locality.Many of theseprehistoric resources were identified and recorded by AERC during the

MapcoRiver Bend survey (Norman and Hauck 1980). Other sites have been located and

recorded by AERC and other archaeological consultants during oil and gas exploration
inventories.

File search also indicated that one of the proposed well locations (#11-25)had been

previouslysurveyedby Sagebrush Archaeological Consultants (Polk 1991). BLM Vernal District

archaeologist Blaine Phillips, when consulted concerning the earlier Polk inventory, indicated that

no further survey need be done on that location.



9 g
Prehistory and History of the Cultural Region

Currently available information indicates that the Northern Colorado Plateau Cultural
Region has been occupied by a variety of cultures beginning perhaps as early as 10,000B.C.
These cultures, as identified by their material remains, demonstrate a cultural developmental
process that begins with the earliest identified Paleoindian peoples (10,000 - 7,000 B.C.) and
extends through the Archaic (ca. 7,000 B.C. -- A.D. 300), and Formative (ca. A.D. 400 --

1100)Stages).and theLate Prehistoric-Protohistoric periods (ca. A.D. 1200 - 1850) to conclude

in the Historie-Modernperiod which was initiated with the incursion of the Euro-American

trappers,explorers,and settlers. Basically,eachculturalstage -- with theexception'oftheLate

Prehistoric hunting and gathering Shoshoneanbands -- features a morecomplexlife-wayand
social order thanoccurred during the earlier stage of development (Hauck 1991:53). For a
more comprehensive treatmentof the prehistory and history of this region see Archaeological

Evaluations in the NorthernColorado Plateau Cultural Area (Hauck 1991).

Site Potential in the Pro.1ect Develooment Zone

Previous archaeologicalevaluations in the general project area have resulted in the
identification and recording of a variety of cultural resource sites having eligibilityfor potential

notninationtotheNationalRegister of HistoricPlaces (NRHP). The majorityof these sites are

lithic scatterscontainingcobble reduction materials. Many of these quarry sitesare of the "Tap

and Test" variety, and extend for tens or hundreds of meters. Open occupations are also
frequently beingidentifiedin this locality. Sites associatedwith the open rangeland generally

appearto havebeenoccupiedduringthe Middle Plains Archaic Stage withoccasionalindications
of Paleoindianactivitybasedon therecoveryof isolatedPlano styleprojectilepoints. The north-

southdrainagecanyons appearto containthe majorityof Late Prehistoric (Numa) sitesprobably

becausethose canyou floors were transportationcorridors and convenient pastures for theUte

horse herds. Evidence of Formative Stage occupation, i.e., Fremont, is rarely observed in the
rangeland environment but is common within the Green River and White River canyons and their

primary tributary canyons.

Site density in certain portions of the region appears to range from one to four sites per
section. These densities increase in the canyon bottoms due to Ute rock art loci. Recent

evaluations indicate thatthe site densities may reach 8 to 12 sítes per section in certain localities
on the upper bencheswhich were apparentlyfavored for hunting, lithic resource procurement,

and camping. Prehistoric sites on the rangelandbenchesappear to be associated with water

coursesand aeoliandeposits.



FIELD EVALUATIONS

Methodoloav

Intensive evaluations consisted of the archaeologists walking a series of 10 to 20 meter-
wide transectsacross a 10 acre area covering each well pad. In addition, access routes were
surveyed by the archaeologists walking a pair of 10 to 15 meter wide transects on each side of
the flagged access route right of way. Thus, a 30 meter-wide or 100 foot-wide corridor (ca.
2.06 acres) Wasexamined for the totalca. 900 foot length of proposed access road, in addition
to the thirty acres inventoried on the well pads for a total of 32.06 acres.

Observatîon of cultural materials results in intensive examinations to determine the nature
of the resource (isolate or activity locus). The analysis of each speciñc cultural site results in
its subsequently being sketched, photographed, and appropriately recorded on standardIMACS
forms. Culturalsitesarethen evaluatedfor significance utilizingthe standards describedbelow
and mitigationrecommendationsare considered as a means of preserving significant resources
whichmay be situatedwithin the developmentzone.

Site Significance criteria
Prehistoric and historic cultural sites which can be considered as eligible for nomination

to the National Register of Historic Places have been outlined as follows in the National
Register's Criteria for Evaluation as established in Title 36 CFR 60.6:

The quality of significance in American ... archaeology ... and culture is
present in ... sites ... thatpossess integrityof location, design, setting, materials,
workmanship,feeling, and associationand:
a. That are associated with events that have made a significant contribution to the
broad patterns of our history; or
b. that are associated with the lives of persons significantin our past; or
c. thatembody the distinctive characteristics of a type, period, or method of
construction ... ; or
d. that have yielded, or may be likely to yield, information important in
prehistoryor history.

In addition to satisfyingone or more of these general conditions, a significant cultural
resource site in Utah will generally be considered as being eligible for inclusionin the National
Register if it should advanceour current state of knowledge relating to chronology, cultural
relationships, origins, and cultural life ways of prehistoric or historic groups in the area.

. In a final reviewof any site's culturalsignificance, the site mustpossess integrity and at
leastone of theabove criteria to be considered eligible for nomination to the National Record
of Historic Places.
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Results of the Inventory

One prehistoric cultural resource activity locus was observed and recorded during the
archaeological evaluations. Site 42DC 784 (see map 2) is a 5 x 15 meter lithic scatter located
outside the developmentzone of well #34-7. Artifacts are composed mainly of Parachute Creek
Chert flakes in all stages of lithic toolmanufacture. This site is considered to be a significant
resource, and qualifies under criterion d of Title 36 CFR 60.6, exhibiting research potentialin
the form of extensiveburied deposits which are being exposed by blowouts in the sand dune
area. Since this site lies entirely outside the proposed developmentzone of well #34-7, no
adverseimpact îs anticipated and no mitigation measures are being proposed.

No pkeviously identified and recorded significant or National Register sites were noted
or recorded during the survey.

No paleontologicalloci were observed or recorded during the evaluations.

No isolatedartifactswere recorded during theevaluations.

CONCLUSIONAÑDRECOMMENDATIONS

No knownsignificantcultural or paleontological resources will be adversely impacted
duringthedevelopmentand operation of Balcron Units 14-4, 33-5, 34-7 and 11-25 as evaluated
duringthisproject.

AERC recommends that a cultural resource clearance be granted to Balcron Oil Company
relative to the developmentsof thesefour proposed drilling locations based upon adherence to
the followingstipulations:

1. All vehicular traffic,personnel movement, constructionand restorationoperations
should be confined to theflagged areas and corridors examined as referenced in this
report, and to the existing roadways.

2. All personnel should refrain from collecting artifacts and from disturbing any
significant cultural resources in the area.

3. The authorizedofficial shouldbe consulted shouldcultural remains from subsurface
deposits be exposed during construction work or if the need arises to relocate or
otherwisealter thelocationof the explorationarea.

F. Richard Hauck, Ph.D.
President and Principal

Investigator
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DEPARTMENT OF THE INTERIOR pg y LEASE DESIGNATION AND BERIAL NO.

BUREAU OF LAND MANAGEMENT I IL)L Iis L U-034217-A

APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUG BACK 6. IF INDIAN, ALLOTTER OB TRIBE NAME

n / a
la. TIPE OF WORK

DRILLG DEEPENO PLUG BACKO 7. UNIT AGREEMENT NAME

b. TTrz or wzLL

OILLL 0WABLL
OTHER

NNE OUNLTH LE 6. FARM OR LEABE NAME

2. NAME OF OPERATOa BalCPOn MonmetnFederal
Equitable Resources Energy Company 9. WELL NO.

3. ADDREBB OF OPERATOR #14-4
1601 Lewis Avenue; Billings, MT 59102 10, FIELD AND POOL, OR WILDCAT

4. I.ocation or WELL (Report location clearly and in accordance with any State requirements.•) MonmentButte/Green River
At surface

11. sac., T., R., M., OR BLK.

SWSWSection 4, T9S, r16E 719' FSL, 607' FWL AND SURVET OR AREA

At oroposed prod. zone pq i ts 4, T9S, R16E

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OrrlCE* 12. COUNTY OR PARISH 13. STATE

Approximately 13 miles southwest of Myton, Utah
Duchesne UTAH

10. DISTANCE FROM PROPusED' 16. NO. OF ACRES IN LEAsz 17. NO. OF ACRES ASSIGNED
LOCATION TO Nž1REST TO THIS WELL
PROPERTT OR LEASE LINE, FT.
(Also to nearest drig. unit line, if any)

18. DISTANCE FEOM PROPOSED LOCATION* 19. PHOPOSED DEPTH 20. ROTART OR CABLE TOOLS
TO NEAREST WELL, DRILLING, COMPLETED,

OR OM.IED FOK, ON TKIB IÆASE, fr. I 6,500' Rotary
21. EIÆVArioNs (Show whether DF, RT, GR, etc.) 22. APPROI. DATE WORK WILL START*

5766' GL \ September 1, 1996
23. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE BIZE OF CASING WEIGHT PER FOOT szTTING DEPTH QUANTITT OF CEMENT

See attachet

Operator intends to drill t is well in accordance with the attached EXHIBITS.
This is a resubmittal of this APD. This APD was originaTly approved in April
1994 and the APD was extended. The original APD has expired and this is being
resubmitted. Nothing in this APD has changed for the orignal submittal. No
surface disturbance has been made for this proposed wellsite.

SELFCERTIFICATION:I hereby certify that I amauthorized, by proper lease interest owner,to conductthese
operations associated with the application. Bondcoveragepursuant tt ties is
being provided by Equitable Resources EnergyConpanyas principal and Americaas
surety underBlfl BondNo. MT0576 (NationwideOil &Gas Bond#5547188‡Io BIT donpliance
with all of the terms and conditions of that portion of the lease ass ik with this applica .

ORIGINAL: Bureau of Land Management (Vernal, UT)
COPY: Utalf Division of Oil, Gas and Mining L

IN ABOVE SPACE DEBCRIBE PROPOSED PROGRAM : If proposal is to deepen or plug back, give data etp pt ÈÑn a new productive
zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations aanrna and trnr verfleal denths Give blowout
preventer program, if any.
24.

Regulatory and Environmental
SIGNED e / / TITLE . . DAT. May ?? l oon

A RD E BT TITT DATM

*SeeInstructionsOn Revers.Side
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States any false. fictitious or fraudulent statements or representations as to any matter within its
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EXHIBITS

A PROPOSED DRILLING PROGRAM

B PROPOSED SURFACE USE PROGRAM

C GEOLOGIC PROGNOSIS

D DRILLING PROGRAM/CASING DESIGN/WELLBORE DIAGRAM

E HAZMAT DECLARATION

F SURVEY PLAT

G RIG LAYOUT

H BOPE SCHEMATIC

I EXISTING ROADS (MAP A)

J PLANNED ACCESS (Map B)

K EXISTING WELLS (Map C)

L LAYOUT/CUT & FILL DIAGRAM

M Archaeology Report

N Proposed Production Facility Diagram
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EQUITABLE RESOURCES ENERGY COMPANY
Balcron Oil Division

' Balcron Monument Federal #14-4
SW SW Section 4-T9S-R16E

Duchesne County, Utah

In accordance with requirements outlined in 43 CFR 3162-3.1 (d):

1. ESTIMATED IMPORTANT GEOLOGICAL MARKERS:

See Geologic Prognosis (EXHIBIT "C")

2. ESTIMATED DEPTHS OF ANTICIPATED OIL, GAS OR WATER:

See Geologic Prognosis (EXHIBIT "C)

3. OPERATOR'S MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

a. EXHIBIT "H" is a schematic of the BOP equipment and choke
manifold. A 2M system will be used. The BOPE will be
installed after setting 8-5/8" casing at 260'. The blind rams
and pipe rams will be tested to 1500 psi. Pipe rams will be
operationally checked each 24-hour period and blind rams each
time pipe is pulled out of the hole.

b. The BOPE will be tested to 1500 psi when initially installed,
whenever any seal subject to test pressure is broken, and
following related repairs. The pipe and blind rams will be
activated at least weekly and on every trip the pipe and blind
rams will be activated.

c. An accumulator of sufficient capacity to open the
hydraulically-controlled choke valve lines (if so equipped),
close all rams, and retain a minimum of 200 psi above precharge
on the closing manifold without the use of the closing unit
pumps will be installed during the drilling of this well.

d. An upper kelly cock will be used during the drilling of this
well.

e. Visual mud monitoring equipment will be used to detect volume
changes indicating loss or gain in circulating fluid volume.

f. Sufficient quantities of mud materials will be maintained or
readily accessible for the purpose of assuring well



Proposed Drilling Program
Page 2

4. PROPOSED CASING AND CEMENTING PROGRAM:

a. Surface casing will be set in the Uinta formation to
approximately 260' and cemented to surface.

b. All potentially productive hydrocarbon zones will be isolated.

c. Casing designs are based on factors of burst: 1.25, collapse:
1.125, and joint strength: 1.8.

d. All casing strings will be pressure tested to 0.22 psi/ft. of
casing string length or 1500 psi whichever is greater (not to
exceed 70% of yield).

E. For details of casing, cement program,,drilling fluid program,
and proposed mud program, see the following two attachments:

Drilling Program/Casing Design (EXHIBIT "D")
Geologic Prognosis (EXHIBIT "C")

5. HAZARDOUS PRESSURES, TEMPERATURES, FLUIDS/GASSES EXPECTED:

a. Expected bottom hole temperature is 125 degrees F. Expected
bottom hole pressure is 1500 psi.

b. No abnormal pressures or temperatures have been noted or
reported in wells drilled to the Green River formation in this
area.

c. No dangerous levels of hydrogen sulfide, hazardous fluids, or
gasses have been found, reported, or known to exist at the
depth to be drilled in this well, in this area.

6. ANTICIPATED STARTING DATE AND DURATION OF OPERATIONS:

a. The drilling operations for this well will begin as soon after
APD approval as possible.

b. These drilling operations should be completed within 12 days
after spudding the well depending on weather and hole
conditions.

c. If the well is productive, a sundry notice and plat showing
exact installed facilities will be submitted.

d. 'If this well is non-productive, a sundry notice will be filed
with the BLM District Office within 30 days following
completion of the well for



g EXIIIBIT"B"

Multi-Point Surface Use and Operations Plan

EQUITABLE RESOURCES ENERGY COMPANY
BALCRON OIL DIVISION

BALCRON MONUMENT FEDERAL #14-4
SW SW SECTION 4, T9S, R16E

DUCHESNE COUNTY, UTAH

1. Existing Roads: Refer to Maps "A" & "B"

A. The proposed well site is staked and four reference
stakes are present. 175'& 200'NW and 175' & 200' NE.

B. The Monument Federal #14-4 is located 13 miles Southwest
of Myton Utah in the SWl/4 SW1/4 Section 4, T9S, R16E,
SLB&M, Duchesne County, Utah. To reach the 14-4, proceed
West from Myton, Utah along U.S. Highway 40 for 1.6 miles
to the junction of this highway and Sand Wash road;
Proceed South along the Sand Wash road approximately 10.0
miles to an intersection with the Momnument Butte gas
plant road, turn right and continue 3.2 miles to road
intersection; turn right and proceed 2.8 miles to road
intersection. Turn left and continue 0.3 mile to proposed
access road sign. Follow flags 0.25 mile to proposed 24-4Y
location. Continue following flags 0.25 mile to proposed
14-4 location.

C. Access roads - refer to Maps "A" and "B".

D. Access roads within a one-mile radius - refer to map "B".

E. The existing roads will be maintained in the same or
better condition as existed prior to the commencement of
operations and said maintenance will continue until final
abandonment and reclamation of the well location.

2. Planned Access Roads: Refer to Map "B" (shown in GREEN)

Approximately 0.25 mile of new road construction will be
required for access to the proposed well location.

A. Width - maximum 30-foot overall right-of-way with an 18-
foot road running surface, crowned & ditched and/or sloped
and dipped.
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B. Construction standard - the access road will be
constructed so as to conform to the standards outlined in
the Bureau of Land Management and Forest Service
publication: Surface Operating Standards for Oil and Gas
Exploration and Development..(1989)

The road will be constructed to meet the standards of the
anticipated traffic flow and all-weather requirements.
Coûstruction will include ditching, draining, crowning,
and capping or sloping and dipping the roadbed as
necessary to provide a well constructed and safe road.
Prior to construction/upgrading, the roadway shall be
cleared of any snow cover and allowed to dry completely.
Traveling off of the thirty (30) foot right-of-way will
not be allowed.

Road drainage crossings shall be of the typical dry creek
drainage crossing type. Crossing shall be designed so
they will not cause siltation or the accumulation of
debris in the drainage crossing nor shall the drainages be
blocked by the roadbed. Erosion of drainage ditches by
runoff water shall be prevented by diverting water off at
frequent intervals by means of cutouts.

Upgrading shall not be allowed during muddy conditions.

Should mud holes develop, they shall be filled in and
detours around them avoided.

C. Maximum grade - Less than 6%

D. Turnouts - no turnouts will be required on this access
road.

E. Drainage design - the access road will be crowned and
ditched or sloped and dipped, and water turnouts installed
as necessary to provide for proper drainage along the
access road route.

F. Culverts, cuts and fills - no culverts will be required.
There are no major cuts and/or fills on/along the proposed
access road route.

G. Surface materials - all construction materials will be
native material taken from onsite.

H. Gates, cattleguards or fence cuta - none required.

I. Road maintenance - during both the drilling and
production phase of operations, the road surface and
shoulders will be kept in a safe and useable condition and
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will be maintained in accordance with the original
construction standards. All drainage ditches and culverts
will be kept clear and free-flowing, and will also be
maintained in accordance with the original construction
standards. The access road right-of-way will be kept free
of ttàsh during operations.

J. The proposed access road has been centerline flagged.

K. If a right-of-way is required please consider this APD
the application for said right-of-way.

3. Location of Existing Wells Within a One-Mile Radius:

Please Refer to Map "C"

A. Water wells - none known.
B. Abandoned wells - see Map "C"
C. Temporarily abandoned wells - none known.
D. Disposal wells - none known.
E. Drilling wells - none known.
F. Producing wells - see Map "C".
G. Shut-in wells - none known.
H. Injection wells - none known.
I. Monitoring wells - none known.

4. Location of Existing and/or Proposed Facilities Owned by
Equitable Resources Energy Company Within a One-Mile Radius:

A. Existing

1. Tank batteries - see Map "C".
2. Production facilities - see Map "C".
3. Oil gathering lines - none.
4. Gas gathering lines - see Map "C".

B. New Facilities Contemplated

1. All production facilities will be located on the
.disturbed portion of the well pad and at a minimum oftwenty-five (25) feet from the toe of the backslope or
toe of the fill slope.

2. The production facilities will consist primarily of a
pumping unit, Two tanks and an emergency pit. AX:degg
akomboxgxdxxxprogmaxxkxprxxhxotixxxxtaxklit;ÿ¢xla>yxxmxmi.X1(Extf6
mm)oxxbdxtexkxixmxdxxxAxotàxarixmdxofxfdeuxxvimx'xsamhxy×Ntf¾8¾x
Mexxx21¾>0tx28xxfxxxxxopyxoxcaŒxofx>eax¾mxpleuxx¾aMY&llatiföaxxx
openedxioxoexx See EXHIBIT "N" Proposed production facility diagram.

3. Production facilities will be accommodated on the
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existing well pad. Construction materials required for
installation of the production facilities will be
obtained from the site; any additional materials
required will be purchased from a local supplier having
a permitted (private) source of materials within the

.area.

.A dike will be constructed completely around those
production facilities which contain fluids (i.e.
production tanks, produced water tanks and/or heater
treater). These dikes will be constructed of compacted
subsoil, be impervious, hold 100% of the capacity of

.the
largest tank, and be independent of the back cut.

4. All permanent (onsite for six months or longer) above
the ground structures constructed or installed
including pumping units) will be painted Desert Brown.
All production facilities will be painted within six
(6) months of installation. Facilities required to
comply with Occupational Health and Safety Act Rules
and Regulations will be excluded from this painting
requirement.

C. The production (emergency) pit will be 12'x12' and will
be fenced. Said fence will be maintained in good
condition.

D. During drilling and subsequent operations, all equipment
and vehicles will be confined to the access road right-of-
way and any additional areas as specified in the approved
Application for Permit to Drill.

E. Reclamation of disturbed areas no longer needed for
operation will accomplished by grading, leveling and
seeding as recommended by the Bureau of Land Management.

For Pipeline:

F. Any proposed pipelines will be submitted to the
authorized officer Via Sundry Notice for approval of
subsequent operations.

G. Equitable Resources Energy Company shall be responsible
for road maintenance from the beginning to completion of
oþerations.

5. Locätion and Type of Water Supply

A. Water to be used for the drilling of these wells will be
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hauled by truck over the roads described in item #1 and
item #2, from a well owned by Owen Dale Anderson of Vernal
Utah or from a spring owned by Joe Shields of Myton Utah.
Source will be determined by sundry notice closer to the
beginning of drilling operations.

B. No water well will be drilled on this location.

6. Source of Construction Materials

A. No construction materials are needed for drilling
operations. In the event of production, the small amount
of.gravel needed for facilities will be hauled in by truck
from a local gravel pit over existing access roads to the
area. No special access other than for drilling operations
and pipeline construction is needed.

B. All access roads crossing Federal land are described
under item #2, and shown on Map #A.

All 'construction material for these location sites and
access roads shall be borrowed material accumulated during
the construction of the location sites and access roads.
No additional construction material from other sources is
anticipated at this time, if in the future it is required
the appropriate actions will be taken to acquire it from
private sources.

C. All surface disturbance area is on B.L.M. lands.

D. There are no trees on this location.

7. Methods of Handling Waste Materials:

A. Cuttings - the cuttings will be deposited in the reserve
pit.

B. Drilling fluids - including salts and chemicals will be
contained in the reserve pit. Upon termination of
drilling and completion operations, the liquid contents of
the reserve pit will be removed and disposed of at an
approved waste disposal facility within one hundred twenty
(120) days after termination of drilling and completion
activities.

In the event adverse weather conditions prevent removal of
the fluids from the reserve pit within this time period,
an extension may be granted by the Authorized Officer upon
receipt of a written request from Equitable Resources
Energy Company.
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The reserve pit will be constructed so as not to leak,
break, or allow discharge. The reserve pit will be lined
with a 12 mil plastic reinforced liner.

C. Produced fluids - liquid hydrocarbons produced during
completion operations will be placed in test tanks on the
location. Produced waste water will be confined to a
lined pit (reserve pit) or storage tank for a period not
to exceed ninety (90) days after initial production.
During the ninety (90) day period, in accordance with NTL-

28, an application for approval of a permanent disposal
method and location, along with the required water
analysis, shall be submitted for the Authorized Officer's
approval. Failure to file an application within the time
frame allowed will be considered an incidence of
noncompliance.

Any spills of oil, gas, salt water or other noxious fluids
will be immediately cleaned up and removed to an approved
disposal site.

D. Sewage - self-contained, chemical toilets will be
provided for human waste disposal. Upon completion of
operations, or as needed, the toilet holding tanks will be
pumped and the contents thereof disposed of in the
nearest, approved, sewage disposal facility.

E. Garbage and other waste material - garbage, trash and
other waste materials will be collected in a portable,
self-contained and fully-enclosed trash cage during
drilling and completion operations. Upon completion of
opetations (or as needed) the accumulated trash will be
disposed of at an authorized sanitary landfill. No trash
will be burned on location or placed in the reserve pit.

F. Immediately after removal of the drilling rig, all debris
and other waste materials not contained in the trash cage
will be cleaned up and removed from the well location. No
adverse materials will be left on the location. Any open
pits Will be fenced during the drilling operation and the
fencing will be maintained until such time as the pits are
backfilled.

G. The reserve and/or production pit will be constructed on
the existing location and will not be located in natural
drainages where a flood hazard exists or surface runoff
will destroy or damage the pit walls. All pits will be
constructed so as not to leak, break, or allow the
discharge of liquids therefrom.

8. Ancillary Facilities:
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None anticipated.

9. Welisite Layout:

A. Plat #1 shows the drill site layout as staked. Cross
sections have been drafted to visualize the planned cuts
and fills across the location. An average minimum of six
(6) inches of topsoil will be stripped from the location
(including areas of cut, fill, and/or subsoil storage) and
stockpiled for future reclamation of the well site. Refer
to Figure #1 for the location of the topsoil and subsoil
stockpiles. The reserve pit will be on the North side of
location. The flare pit will be located downwind of the
prevailing wind direction on the Northwest corner #4.
Access will be from the West near corner #2.

B. Plat #2 is a diagram showing the rig layout. No permanent
living facilities are planned. There may be as many as
three (3) trailers on location during drilling operation.

C. A diagram showing the proposed production facility layout
will be submitted to the Authorized Officer via Sundry
Notice (Form 3160-5) for approval of subsequent
operations.

D. The reserve pit will be constructed so as to be capable
of holding 12,000 bbls. of fluid.

The reserve pit will be lined with a 12 mil plastic liner,
it will be torn and perforated after the pit dries and
before backfilling of the reserve pit.

E. Prior to the commencement of drilling operations, the
reserve pit will be fenced on three (3) sides using 39-
inch net wire with one strand of barbed wire on top of the
net wire. The net wire will be no more than two inches
above the ground. the barbed wire will be three inches
above the net wire. total height of the fence will be at
least 42-inches.

1. Corner posts shall be cemented and/or braced in such a
manner to keep the fence tight at all times.

2. Standard steel, wood, or pipe posts shall be used
between the corner braces. The maximum distance

· between any two (2) posts shall be no greater than
sixteen (16) feet.

3. All wire shall be stretched, by using a stretching
device, before it is attached to the corner posts.
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The fourth side of the reserve pit will be fenced
immediately upon removal of the drilling rig and the
fencing will be maintained until the pit is backfilled.

F. Any hydrocarbons on the pit will be removed from the pit
as .soon as possible after drilling operations are
completed.

10. Plans for Reclamation of the Surface:

The B.L.M. will be contacted prior to commencement of any
reclamation operations.

A. Production

1. Immediately upon well completion, the well location
and surrounding area(s) will be cleared of all debris,
materials, trash and junk not required for production.

2. Immediately upon well completion, any hydrocarbons on
the pit shall be removed in accordance with 43 CFR
3162.7-1.

3. The plastic pit liner shall be torn and perforated
before backfilling of the reserve pit.

4. Before any dirt work to restore the location takes
place, the reserve pit will be completely dry and all
cans, barrels, pipe, etc. will be removed.

Other waste and spoil materials will be disposed of
immediately upon completion of drilling and workover
activities.

5. The reserve pit and that portion of the .location and
access.road not needed for production
facilities/operations will be reclaimed within one
hundred twenty (120) days from the date of well
completion, weather permitting.

6. If the well is a producer, Equitable Resources Energy
Company will, upgrade and maintain access roads as
necessary to prevent soil erosion, and accommodate year
round traffic. Reshape areas unnecessary to
operations, distribute topsoil, disk and seed all
disturbed areas outside the work area according to the
recommended seed mixture. Perennial vegetation must be
established. Additional work shall be required in case
of seeding failures, etc.

If the well is abandoned/dry hole, Equitable Resources
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Energy Company will, restore the access road and
location to approximately the original contours.
During reclamation of the site, push the fill material
into cuts and up over the backslope. Leave no
depressions that will trap water or form ponds.
Distribute topsoil evenly over the location, and seed
according to the above seed mixture. The access road
and location shall be ripped or dished prior to
seeding. Perennial vegetation must be established.
Additional work shall be required in case of seeding
failures, etc.

Seedbed will be prepared by disking, then roller
packing following the natural contours. Seed will be
drilled on contours at a depth no greater than one-half
inch (1/2"). In areas that cannot be drilled, seed
will be broadcast at double the.seeding rate and
harrowed into soil. Certified seed will be used
whenever available.

Fall seedìng will be completed after September 1 and
prior to prolonged ground frost. Spring seeding, to be
effective, will be completed after the frost has left
the ground and prior to May 15th.

7. Upon completion of backfilling, leveling and
recontouring, the stockpiled topsoil will be evenly
spread over the reclaimed area(s). Prior to reseeding,
all disturbed surfaces will be scarified and left with
a rough surface. No depressions will be left that
would trap water and form ponds. All disturbed surfaces
will be reseeded with the seed mixture stipulated by
the B.L.M.

Seed will be drilled on the contour to a approximate
depth of one-half (1/2) inch. All seeding will be
conducted after September 1 and prior to ground frost.
Spring seeding will be done after the frost leaves the
ground and no later than May 15. If the seeding is
unsuccessful, Equitable Resources may be required to
make subsequent seedings.

B, Dry Hole/Abandoned Location

1. On lands administered by the Bureau of Land
Management, abandoned well sites, roads, or other
disturbed areas will be restored to near their original
condition. This procedure will include:

(c) ensuring revegetation of the disturbed areas to the
specifications of the Bureau of Land Management at
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the time of abandonment.

2. All disturbed surfaces will be recontoured to the
approxîmate natural contours and reseeded according to
BLM specifications. Reclamation of the well pad and
acbess road will be performed as soon as practical
after final abandonment and reseeding operations will
be performed in the fall or spring following completion
of reclamation operations.

ii. Surface Ownership:

The well site and proposed access road are situated on.
surface lands administered by

Bureau of Land Management
Vernal District Office

Vernal, Utah

12. Other Information:

A. Topographic and geologic features of the area (reference
Topographic Map #A) are:

The proposed drill site is located in the Monument Butte
oil field, which lies in a large basin formed by the Uinta
Mountains to the North and the Bookcliff Mountains to the
South. The site is located approximately 15 miles
Northwest of the Green River,which is the major drainage
for this area, and approximately 13 miles Southwest of
Myton Utah.

This basin floor is interlaced with numerous canyons and
ridges formed by the non-perennial streams of the area.
The sides of these canyons are steep and ledges formed in
sandstone, conglomerate deposits and shale are common in
this area.

The geologic structures that are visible in the area are
of the Uinta formation (Eocene Epoch) tertiary period and
the cobblestone and younger alluvial deposits from the
Quaternary period.

The soils in the semi-arid area of the Williams Fork
Formation (Upper Cretaceous) and Wasatch Formation
(Eocene) consist of light brownish gray clay (CŒ,) to sand
soil (SM-ML) type with poorly graded gravels.

Outcrops of sandstone ledges, conglomerate deposits and
shale are common in this area.
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The topsoils in the area range from a sandy clay (SM-ML)
type soil to a clayey (OL) soil.

The majority of the numerous washes and draws in the area
are of a non-perennial nature flowing during the early
spring run-off and heavy rain storms of long duration
which are rare as the normal annual rainfall in the area
isionly 8".

The flora of the area includes sagebrush, mountain
mahogany, serviceberry, rabbit brush, greasewood, four-
wing saltbush, Gambel scrub oak, willow, tamarack,
shadscale, Spanish bayonet, indian rice grass, cheatgrass,
wheatgrass, curly grass, crested wheatgrass, sweet.clover,
gum weed, foxtail, mustard, Canadian thistle, Russian
thistle, Kochia, sunflowers and cacti.

The fauna of the area includes cattle, horses, elk, deer,
coyotes, rabbits, rodents, lizards, bull snakes, rattle
snakes, water snakes and horned toads. Birds of the area
are ground sparrows, bluejays, bluebirds, magpies, ravens,
rapters, morning doves, swallows, nighthawks,
hummingbirds, and chukar.

B. The surface ownership is Federal. The surface use is
grazing and petroleum production.

C. 1. The closest live water is the Green River which is
approximately 15 miles southwest of the proposed site.

2. There are no occupied dwellings in the immediate area

3. An archaeological report xaux>lyaxtowardettxapon
xxxxxpletxkmaxxpis attached. See EXHIBIT "M".

4. There are no reported restrictions or reservations
noted on the oil and gas lease.

5. A silt catchment dam will be constructed according to
BLM specifications approximately 200 feet North of
corner #6.
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i3. Lessee'.s or Operator's Representative:

Balcron.Oil
a division of Equitable Resources Energy Company
1601 Lewis Avenue
P.O. Box 21017
Billings, Montana 59104
(8:00 a.m. to 5:00 p.m.)
(406)259-7860
FAX: (406)245-1361

Dave McCoskery, Drilling Engineer Home (406)248-3864

Dale Griffin, Home (303)824-3323

14. certification:

I hereby certify that I, or persons under my direct supervision,
have inspected the proposed drillsite and access route; that I am
familiar with the conditions which presently exist; that any
statements made in this plan are, to the best of my knowledge,
true and correct; and that the work associated with the
operations proposed herein will be performed by Balcron Oil, a
division of Equitable Resources Energy Company, and its
contractors and subcontractors in conformity with this plan and
the terms and conditions under which it is approved. This
statement is subject to the provisions of 18 U.S.C. 1001 for the
filing of a false statement.

Date Bobbie Schuman
Coordinator of Enviromental

and Regulatory Affairs
BALCRON OIL division of

Equitable CResoanrces Energy
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Loron Oil Well Progngis EXHIBIT "C"

We11Name BALCRON MONUMENT FEDERAL #14-4 Exploratory Control Well BAL FED 21-9-Y
Location SWSW SEC4-T9S-R16E 719' FSL, 607 FWL Development X Operator EREC

County DUCHESNE Field CASTLE PEAK KB 5753
State UTAH Section SWSW 4 Section NENW 9

Total Depth 6000
. Township 9S Township 98

GL (Ung) 5766.16 ' ' EST. KB 5775 Range 16E Range 16E

Formation Tops Prognosis Sample Top Contro1We11 High/Low
Formation De th Datum Depth Datum Datum Prog Cntl Deviation
UINTA $ÑÑÑ ÑÑ¾
GREENRIVER 4063 JAW¾ 931$
HORSEBENCHSS 3451 04@$
2ND GARDEN GULCH 1757 $$$
Y-2 SAND (PAY) 1479
Y-3 SAND (PAY) 1407
YELLOWMARKER 1119
DOUGLASCREEK 969
R-1 SAND (PAY) 952
2ND DOUGLASCREEK 731
G-1 SAND (PAY) 633 $Milit im
GREEN NiARKER 582 Â$l
G-3 SAND (PAY) 520 $Utgigg Ngt
G-5 SAND (PAY) 387 $$Ñ!Ñ\ÑÀ ËÑÑ$
CARBONATE MARKER 82 $$ ÑA I
D-1SAND (PAY) Ë$$ 50 $ || § 1 $Ñ$l!
To Wilm0mlB MillimillUI SS$lHERltUBilill§ÑÐ¾ MMMMEMM@l Willimm¾R

IdlilEMlllllUM lifillmMER SURI§§¾®¾
------------- IMM--R - -R - ---

usamme lammemet malessaan
Samp les D ST,s Wells i teGe olo gis t
50' FROM 1650'TO 4150' DST #1 NONE Name:
10' FROM 4150' TO TD DST #2 From: to:

DST #3 Address:
DST #4

Phone # wk.
Logs Cores hm.
DLL FROMStJRF CSG TO TO Core #1 NONE Fax #
LDT/CNL FROM 3800' TO TD Core #2

Core #3 Mud Logger/Hot Wire
Core #4 Company:

Required: (Yes/No) YES
Type: TWOMAN

Comments: Logger:
Phone #

Fax #
Report To: 1st Name: DAVE BICKERSTAFF Phone # (406) 259-7860 wk. 245-2261 hm.

2nd Name: KEVENREINSCHMIDT Phone # " wk. 248-7026 hm.
Prepared By: KKR 12/7/93 Phone # wk. ·



HIBIT "D"
ge 1 of 2

. .Equitable Resources Energy Compey
Balcron oil Division

DRILLING PROGRAM

WELL NAME: Monument Butte Area PROSPECT/FIELD: Monument Butte
LOCATION: Twn.98 ,Rge.16E & 17E
COUNTY: Duchesne STATE: Utah

TOTAL DEPTH: '.SEE APD COVERSHEET

HOLE SIZE .
INTERVAL .

12 1/4" .0 to 260'
7 7/8" 260 to T.D.

CASING INTERVAL CASING

STRING TYPE ... FROM TO SIZE WEIGHT GRADE

Surface Casing 0 260 8 5/8" 24 #|Ft J-55

Production casing 0 T.D. 5 1/2" 15.50#|Ft J-55

(All Casing will be new, ST&C)

CEMENT PROGRAM

Surface 150 sacks 75%.Class "G" 25% Poz with 2% CaCl and
1/4 #|Sk Flocele.
( Cement will be circulated to surface.)

Production 250 sacks Thifty Lite and 400 sacks 50-50 Poz
mix.

PRELIMINARY
DRILLING FLUID PROGRAM

2LAS. YI LD

TYPE FROM TO WEIGHT VIS POINT

Air and air mist 0 260 N,K. N.A. N.A.
Air/Air Mist|KCl Water 260 T.D. 8.7-8.9 N.A. N.A.

depending on the drilling contractor either:
a.) Drilling will be with air from surface to as deep as bo3rditions

allow. 2% KCl fluid will be used for.the remainder of the hole.

b.) Drilling will be done using 2% KCl water and gel.

COMMENTS

1.) No cores or DST's are planned.
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EXHIBIT "D"
Page 2 of 2

BALCRON OIL CO.

Operator: BALCRON OIL well Name: MONUMENT.BUTTEAREA

Project ID: Location: Monument Butte, Utah

Design Par.ameters: Design Factors:
iludweight - ( 9.63 ppg) : 0.500 pst/ft collapse : 1.125

shut in surface pressure : .2280 pst Burst : 1.00

Internal gradient (burst) : 0.100 psilft 8 Round : 1.80 (J)

Annular gradient (burst) : 0.000 psilf t auttress : 1.60 (J)

Tensile load is determined using air weight Body Yield : 1.50 (8)

Service roting is "Skeet" Overpult : 0 lbs.

Length Sîze Weight Grade Joint Depth Drift Cost

(feet) (in.) (lb/ft) .
(feet) (in.)

SFC SEE APD -

1 TO TD 5-1/2" 15.50 J-55 ST&c COVER SHEET 4.825

Collapse Burst Min Int Yield Tension

Load. Strgth S.F. Load Strgth S.F. Load Strgth S.F.

(psi) (psi) (psi) (psi) .
(kips) (kips)

1 2850 4040 1.418 2850 4810 1.69 88.35 202 2.29 J

Prepared by : -McCoskery, Billings, MT ,

Date : 11-30-1992 (Revised 8/30/93)
Remarks :

The mud gradîent and bottom hole pressures (for burst) are 0.500 pst/ft and

2,850 pst, respectîvely.

NOTE: The design factors used in this easing string design are as shown above. As a general guide-

line, t.one Star Steet reconmends using minimum design factors of 1.125 - Collapse (with

evacuated casing), 1.0 - Burst, 1.8 - 8 Round Tension, 1.6 - Buttress Tension, and 1.5 - Body

Yteld. Cottapse strength under exial tension uns calculated based on the Westcott, Duntop and

Kemler curve. Engineering responsibility for use of this design util be.that of the purchaser.

· Costs for this design are based on a 1990 pricing model. (Version
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EXHIBIT E

A. Hazardous chemicals 10,000 pounds of which will most likely be
used, produced, stored, transported, or disposed .of in
association with the proposed action of drilling, completing
and producing this well:

We anticipate that none of the hazardous chemicals in
quantities of 10,000 pounds or more will be associated
with these operations.

B. ßxtremely UAzardous substances threshold quantities (per
Howard Cleavinger 11(30(93).of which will be used, produced,
stored, transported, or disposed of in association with the
proposed action of drilling, completing and producing this
well:

We, anticipate that none of the extremely hazardous
substances in threshold quantities per 40 CFR 355 will be
associated with these operations.

12/1/93
Revised 12/7/93
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EXHIBIT "g"

EQUITABLERESOURCESENERGYCO.
WELLSITELAYOUT
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--- EXHIBIT "L"

NUlußLE RESOURCESENERGYCO.
BALCRONEEDERALF-4

c/10.2 c/13.7 c/15.2
STA0+00

FLAREPil f = 50 STA0+00

LOCAll0NSUREAC

RESERVEPII

8 DEEP ¯

¯- ( = 50 SIA475

SIA1+75 C/0.0 F/1.1 . »

C/7.2
WELLLOCAll0N ---

---------

ELDIAll0NUNGRADED
GROUND5766.7

LOCATIONSURFACE

GRADE5766.2

Y= 50 STA2425

STA3+25 MSTE REFERENCEPOINIS APPROXIMATEYARDAGE

C/2.5 c/0.7 F/3.0 MATERI^t 175MTHEST5767.2 an- a em
2eonisasisvass R:gg TRI-STATE

yepy 175NORTHEAST5766/ Nog uRDAGECAmolBEBALANCED IANDSURVEYlNG.INC.
200NORTHEAST5765.1 8180111RITIlhGRIG08FLL 38EST100NORTH,YERNN.,UIRi84078



WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 05/24/96 API NO. ASSIGNED: 43-013-31666

WELL NAME: MONUMENT BUTTE FEDERAL 14-4
OPERATOR: EQUITABLE RESOURCES (N9890)

PROPOSED LOCATION: INSPECT LOCATION BY: | |
SWSW 04 - TO9S - R16E
SURFACE: 0719-FSL-0607-FWL TECH REVIEW Initials Date
BOTTOM: 0719-FSL-0607-FWL
DUCHESNE COUNTY Engineering
CASTLE PEAK FIELD (075)

Geology
LEASE TYPE: FED
LEASE NUMBER: U - 034217 - A Surface

PROPOSED PRODUCING FORMATION: GRRV

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat ___

R649-2-3. Unit:
Bond: Federal[g/State[] Fee[]

(Number (ff7/gg ) _g/
R649-3-2. General.

Potash (Y/N)
il shale (Y/N)

_

R649-3-3. Exception.

Water permit
(Number (gwArt WE/.L ) Drilling Unit.

RDCC Review (Y/N) Board Cause no:
(Date: ) Date:

COMMENTS:



EQUITABLE¾ESOURCES
DEVELOPMENT DRILLING
SEC. 4, T9S, R16E,
DUCHESNE, COUNTY UAC R649-3-2

GRRV

TE
MONUM NT BLTTE

GNIiv GRRY
GRF(V

GRRY

I

v GRay GRpRV

NTFEB WELLS DRAW
mNY GRRY c ev

FED

CINV
e

DGCRK

BALCRON MONUMENT
FEDERAL 14,4

nillev XXXXX
XXXXX

-m

GRRY GR

xxxxx

GR

GRRV

GRR

PREPARED:
DATE:
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STATE OF UTAH, DIV OF OIL, GAS & MINERALS

Operator: EQUITABLE RESOURCES Well Name: BALCRON MON FED 14-4

Project ID: 43-013-31666 Location: SEC. 04 - TO9S - R16E

Design Parameters: Design Factors:
Mud weight ( 8.90 ppg) : 0.462 psi/ft Collapse : 1.125

Shut in surface pressure : 1996 psi Burst : 1.00

Internal gradient (burst) : 0.155 psi/ft 8 Round : 1.80 (J)

Annular gradient (burst) : 0.000 psi/ft Buttress : 1.60 (J)

Tensile load is determined using air weight Other : 1.50 (J)

Service rating is "Sweet" Body Yield : 1.50 (B)

Length Size Weight Grade Joint Depth Drift Cost
(feet) (in.) (lb/ft) (feet) (in.)

1 6,500 5.500 15.50 J-55 ST&C 6,500 4.825

Collapse Burst Min Int Yield Tension
Load Strgth S.F. Load Strgth S.F. Load Strgth S.F.

(psi) (psi) (psi) (psi) (kips) (kips)

1 3005 4040 1 .344 3005 4810 1 .60 100 .75 202 2 .00 J

Prepared by : MATTHEWS, Salt Lake City, Utah
Date : 07-12-1996
Rerwirks :

GREEN RIVER WATERFLOOD

Minimum segment length for the 6,500 foot well is 100 feet.

SICP is based on the ideal gas law, a gas gravity of 0.75, and a mean gas

temperature of 119°F (Surface 74°F
, BHT 165°F & temp. gradient 1.400 /100 ft.)

String type: Production

The mud gradient and bottom hole pressures (for burst) are 0.462 psi/ft and

3,005 psi, respectively.

ITCKEE: The design factors used in this casing string design are as shown above. As a general
guideline, Lone Star Steel recommends using minimum design factors of 1.125 - collapse (with
evacuated casing), 1.0 - (uniaxial) burst, 1.8 - API Brd tension, 1.6 - buttress tension,
1.5 - body yield tension, and 1.6 - EUE 8rd tension. Collapse strength under axial tension
was calculated based on the Westcott, Dunlop and Kemler curve. Engineering responsibility
for use of this design will be that of the purchaser.
Costs for this design are based on a 1987 pricing model. (Version



Sta e of Utah
DEPARTMENT OF NATURALRESOURCES
DIVISION OF OIL,GAS AND MINING
355 West NorthTemple

Michael Ó
3 Tried Center, Suite 350
Salt Lake City Utah 84180-1203Ted Stewart

Executive Director 801-538-5340

Jarnes W Cartér 01-350-3940 (Fag)
Dividan Director 801-ß38-5319 (TOD)

July 15, 1996

Equitable Resources Energy Co.
1601 Lewis Avenue
Billings, Montana 59102

Re: Balcron Monument Federal 14-4 Well, 719' FSL, 607' FWL,
SW SW, Sec. 4, T. 9 S., R. 16 E., Duchesne County, Utah

Gentlemen:

Purauant to the provisione and requirements of Utah Code
Ann. 40-6-1 et seg., Utah Administrative Code R649-3-1 et seg.,
and the attached Conditions of Approval, approval to drill the
referenced well is granted.

This approval shall expire one year from the above date
unless substantial and continuous operation is underway, or a
request for extensign is made prior to the expiration date. The
API identification number assigned to this well is 43-013-31666.

Sin erely, ,

R. J. Fi th
Associate Director

lwp
Enclosures
cc: Duchesne County Aasessor

Bureau of Land Management, Vernal District
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Operator: Equitable Resources Energy

Well Name & Number: Balcron Monument Federal 14-4

API Number: 43-013-31666

Lease: U-034217-A

Location: SW SW Sec. 4 T. 9 S. R. 16 E.

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et
seq., the Oil and Gas Conservation General Rules, and the
applicable terms and provisions of the approved Application
for Permit to Drill.

2. Notification Requirements
Notify the Division within 24 hours following spudding the
well or commencing drilling operations. Contact Jimmie
Thompson at (801)538-5336.

Notify the Division prior to commencing operations to plug
and abandon the well. Contact Frank Matthews at.
(801)538-5334 or Mike Hebertson at (801)538-5333.

3. Reporting Requirements
All required reports, forms and submittals shall be promptly
filed with the Division, including but not limited to the
Entity Action Form (Form 6) , Report of Water Encountered
During Drilling (Form 7), Weekly Progress Reports for
drilling and completion operations, and Sundry Notices and
Reports on Wells requesting approval of change of plans or
other operational



MIT IN TRIPLICATE• Fonn approved.Form .3160-3

Jother instrae on Budget Bureau No. 1004-0136(Kareyber 1983) reverse si Expires August 31, 1985(formerly 9-331C)

D TMENT QF, OR g paistLEASE DESIGNATION AND BERIAL NO.

UR A A A EM ¡[,JL I11 IL U-4 73dC
6. IF INDIAN, ALLOTTER OR TRIBE NAMEAPPLKATIONFO , E PLUG BACK n/a

la. TIPEOFWORK

DRILLG ON.OF0\L, GS &WNING
PLU ACK O 7. UNnm GNEMENT NAME

b. Trrz or wmLL

OIL GAS BINGLE MULTIPLE 8. FARM OE LEASE NAME
WELL WELL OTM ZON ZONE

BalCTOn Monuotn Federal2. NAME Or OPERATOR

Equitable Resources Energy Company e- w=== No.

3. ADDRESS OF OPERATOR
#14-4

1601 Lewis Avenue; Billings, MT 59102 10. FIELD AND POOL, OE WILDCAT

4. LocATION or wzLL (Report location clearly and in accordance with any State requirements.*) MonumntButte/Green River
At surface 11. BBC., T., E., M., OR BLK.

SW SW Section 4, T9S, r16E 719' FSL, 607' FWL AND SURVET OR AREA

At Droposed prod. sone 4, T9S, R16E

14. DISTANCE IN MILES AND DIRECTION FROM NBABERT TOWN OR POST OrrlCE* 12. COUNTT OE PARISE 13. STATE

Approximately 13 miles southwest of Myton, Utah Duchesne UTAH
10. nrataxcz rBOM PROPOSED* 16. NO. OF ACEES IN LEAss 17. NO. OF ACRES ASSIGNED

LOCATION TO NEAREST TO THIS WELL
PROPEETT OE LEASE LINE, FT.
(Also to nearest drig. unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 20. noTAar os ciaLE Toot,s
TO NEAREST WELL, DRILLING, COMPLETED,
DE APFRED FOR, ON WE IZABE, FT.

21. E18VAtto.Na (Show whether DF, RT, GR, etc.) 22. APPROI. DATE WORK WILL START*

5766' GL I September 1, 1996
23. PROPOSED CASING AND CEMENTING PROGRAM

SIEE OF BOLE BIZE OF CABINo . WE1GHT PER FOOT BETTING DEPTH QUANTITT OF CEMENT

Soc attachet

Operator intends to drill this well in accordance with the attached EXHIBITS.
This is a resubmittal of this APD. This APD was originally approved in April
1994 and the APD was extended. The original APD has expired and this is being
resubmitted. Nothing in this APD has changed for the orignal submitta1. No
surface disturbance has been made for this proposed wellsite.

SELFCERTIFICATION:I hereby certify that I amauthorized, by proper lease interest owner, to conductiflese
operations associated with the application. Bondcoveragepursuant to 43 CFR3104for lease activities is
being provided by Equitable Resources Energy Coupanyas principal and Safeco Insurance Cœpany of Americaas
surety underBLMBondNo. MT0576 (Natiorwide Oil &Gas Bond#5547188)whowill be msponsiblefor cœpliance
with all of ifte termsand conditions of that portion of the lease associated with this application.

ORIGINAL: Bureau of Land Management (Vernal, UT)
COPY: Utah Division of Oil, Gas and Mining ggy g 4 ggg

IN ABOVE SPACE DESCEIBE PROPOBED PROoaAmt : If proposal is to deepen or plug back, give data on present prodnetive mone and proposed new productive
zone. It proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout
preventer program, if any.

Regulatory and Environmental
SIGNED L $ËAZ vivr. Specialist var. May ?? loon

(This space for Federal or State omce use)

PTPifTT APPROVIT DATT

AssistantField Manager
iPP TITrr 11Al'A$ ANAlifAAA DATE

CON ONSOFAPP VAI..IFAN : CONDITIONSOFAPPROVALATTACHED
NOTICEOFAPPROVAL

*SeeInstwetionrOn Revers.Side
Title . . . S etion 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States any false. fictitious or fraudulent statements or representations as to any matter within its
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COA's Page 1 of 8
Well: Monument Fed. 14-4

CONDITIONS OF APPROVAL
APPLICATION FOR PERMIT TO DRILL

Company/Operator: Equitable Resources Energy Company

Well Name & Number: Monument Federal 14-4

API Number: 43-013-31666

Lease Number: U-73086

Location: SWSW Sec. M T.1 R. 16E

NOTIFICATION REQUIREMENTS

Location Construction - at least forty-eight (48) hours prior to construction of location and
access roads.

Location Completion - prior to moving on the drilling rig.

Spud Notice - at least twenty-four (24) hours prior to spudding the well.

Casing String and - at least twenty-four (24) hours prior to running casing and

Cementing cementing all casing strings.

BOP and Related - at least twenty-four (24) hours prior to initiating pressure tests.
Equipment Tests

First Production - within five (5) business days after new well begins, or production

Notice resumes after well has been off production for more than ninety (90)
days.

For more specific details on notification requirements, please check the Conditions of Approval for
Notice to Drill and Surface Use
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COA's Page 2 of 8

Well: Monument Fed. 14-4

CONDITIONS OF APPROVAL FOR NOTICE TO DRILL

Approval of this application does not warrant or certify that the applicant holds legal or equitable title
to those rights in the subject lease which would entitle the applicant to conduct operations thereon.

All lease and/or unit operations will be conducted in such a manner that full compliance is made with
applicable laws, regulations (43 CFR 3100), Onshore Oil and Gas Orders, and the approved plan of
operations. The operator is fully responsible for the actions of his subcontractors. A copy of these
conditions will be furnished the field representative to insure compliance.

Be aware fire restrictions may be in effect when location is being constructed and/or when well is
being drilled. Contact the appropriate Surface Management Agency for information.

A. DRILLING PROGRAM

l. Estimated Depth at Which Oil, Gas, Water, or Other Mineral Bearine Zones are Expected to
be Encountered

Report Z water shows and water-bearing sands to Tim Ingwell of this office prior to
running the next casing string or requesting plugging orders. Copies of State of Utah
form OGC-8-X are acceptable. If noticeable water flows are detected, submit samples to this
office along with any water analyses conducted.

All usable water and prospectively valuable minerals (as described by BLM at onsite)
encountered during drilling, will be recorded by depth and adequately protected. All oil and
gas shows will be tested to determine commercial potential.

2. Pressure Control Equipment

The BOP and related equipment shall meet the minimum requirements of Onshore Oil and Gas
Order No. 2 for equipment and testing requirements, procedures, etc., for a 2M system and
individual components shall be operable as designed. Chart recorders shall be used for all
pressure tests.

Test charts, with individual test results identified, shall be maintained on location while drilling
and shall be made available to a BLM representative upon request.

If an air compressor is on location and is being utilized to provide air for the drilling medium
while drilling, the special drilling requirements in Onshore Oil and Gas Order No. 2, regarding
air or gas drilling shall be adhered to. If a mist system is being utilized then the requirement
for a deduster shall be
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Well: Monument Fed. 14-4

3. Casine Program and Auxiliary Equipment

Surface casing shall have centralizers on the bottom three joints,with a minimum of one
centralizer per joint.

As a minimum, the usable water and oil shale resources shall be isolated and/or protected by
having a cement top for the production casing at least 200 ft. above the base of the Usable
Water zone identified at .+ 1281 ft. If gilsonite is encountered while drilling, it shall be
isolated and/or protected via the cementing program.

4. Mud Program and Circulatine Medium

Hazardous substances specifically listed by the EPA as a hazardous waste or demonstrating a
characteristic of a hazardous waste will not be used in drilling, testing, or completion
operations.

No chromate additives will be used in the mud system on Federal and Indian lands without

prior BLM approval to ensure adequate protection of fresh water aquifers.

5. Corine, Logging and Testing Program

Daily drilling and completion progress reports shall be submitted to this office on a weekly

basis.

All Drill Stem tests (DST) shall be accomplished during daylight hours, unless specific
approval to start during other hours is obtained from the AO. However, DSTs may be allowed
to continue at night if the test was initiated during daylight hours and the rate of flow is
stabilized and if adequate lighting is available (i.e., lighting which is adequate for visibility and
vaporproof for safe operations). Packers can be released, but tripping should not begin before
daylight unless prior approval is obtained from the AO.

A cement bond log (CBL) will be run from the production casing shoe to ± 1081 ft. and shall

be utilized to determine the bond quality for the production casing. Submit a field copy of the
CBL to this office.

Whether the well is completed as a dry hole or as a producer, "Well Completion and
Recompletion Report and Log" (Form 3160-4) will be submitted not later than 30 days after
completion of the well or after completion of operations being performed, in accordance with
43 CFR 3164. Two copies of all logs, core descriptions, core analyses, well-test data, geologic
summaries, sample description, and all other surveys or data obtained and compiled during the
drilling, workover, and/or completion operations, will be filed with Form 3160-4. Samples
(cuttings, fluids, and/or gases) will be submitted when requested by the
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Well: Monument Fed. 14-4

6. Notifications of Operations

No location will be constructed or moved, no well will be plugged, and no drilling or
workover equipment will be removed from a well to be placed in a suspended status without

prior approval of the AO. If operations are to be suspended, prior approval of the AO will be
obtained and notification given before resumption of operations.

The Vernal District Office shall be notified, during regular work hours (7:45 a.m.-4:30 p.m.,
Monday through Friday except holidays), at least 24 hours prior to spudding the well.

Operator shall report production data to MMS pursuant to 30 CFR 216.5 using form
MMS/3160.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or any other unusual occurrences
shall be promptly reported in accordance with the requirements of NTL-3A or its revision.

If a replacement rig is contemplated for completion operations, a "Sundry Notice" (Form 3160-
5) to that effect will be filed, for prior approval of the AO, and all conditions of this approved
plan are applicable during all operations conducted with the replacement rig.

The date on which production is commenced or resumed will be construed for oil wells as the
date on which liquid hydrocarbons are first sold or shipped from a temporary storage facility,
such as a test tank, and for which a run ticket is required to be generated or, the date on which
liquid hydrocarbons are first produced into a permanent storage facility, whichever first occurs;
and, for gas wells as the date on which associated liquid hydrocarbons are first sold or shipped
from a temporary storage facility, such as a test tank, and for which a run ticket is required to
be generated or, the date on which gas is first measured through permanent metering facilities,
whichever first occurs.

Should the well be successfully completed for production, the AO will be notified when the
well is placed in a producing status. Such notification will be sent by telegram or other
written communication, not later than five (5) days following the date on which the well is
placed on production.

Gas produced from this well may not be vented or flared beyond an initial authorized test
period of 30 days or 50 MMCF following its completion, whichever occurs first, without the
prior written approval of the Authorized Officer. Should gas be vented or flared without
approval beyond the authorized test period, the operator may be directed to shut-in the well
until the gas can be captured or approval to continue venting or flaring as uneconomic is
granted and the operator shall be required to compensate the lessor for that portion of the gas
vented or flared without approval which is determined to have been avoidably lost.

A schematic facilities diagram as required by 43 CFR 3162.7-5 (b.9. d.), and shall be
submitted to the appropriate District Office within sixty (60) days of installation or first
production, whichever occurs first. All site security regulations as specified in Onshore Oil &
Gas Order No. 3 shall be adhered to. All product lines entering and leaving hydrocarbon
storage tanks will be effectively sealed in accordance with 43 CFR 3162.7-5 (b.
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Well: Monument Fed. 14-4

No well abandonment operations will be commenced without the prior approval of the AO. In
the case of newly drilled dry holes or failures, and in emergency situations, oral approval will
be obtained from the AO. A "Subsequent Report of Abandonment" Form 3160-5, will be filed
with the AO within thirty (30) days following completion of the well for abandonment. This
report will indicate where plugs were placed and the current status of surface restoration.
Final abandonment will not be approved until the surface reclamation work required by the
approved APD or approved abandonment notice has been completed to the satisfaction of the
AO or his representative, or the appropriate Surface Managing Agency.

7. Other Information

All loading lines will be placed inside the berm surrounding the tank battery.

All off-lease storage, off-lease measurement, or commingling on-lease or off-lease will have
prior written approval from the AO.

The oil and gas measurement facilities will be installed on the well location. The oil and gas
meters will be calibrated in place prior to any deliveries. Tests for meter accuracy will be
conducted following initial installation and at least quarterly thereafter. The AO will be
provided with a date and time for the initial meter calibration and all future meter proving
schedules. A copy of the meter calibration reports will be submitted to the Vernal District
Office. All meter measurement facilities will conform with Onshore Oil & Gas Order No. 4
for liquid hydrocarbons and Onshore Oil & Gas Order No. 5 for natural gas measurement.

The use of materials under BLM jurisdictionwill conform to 43 CFR 3610.2-3.

There will be no deviation from the proposed drilling and/or workover program without prior
approval from the AO. Safe drilling and operating practices must be observed. All wells,
whether drilling, producing, suspended, or abandoned will be identified in accordance with 43
CFR 3162.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for approval for all changes
of plans and other operations in accordance with 43 CFR 3162.3-2.

Section 102(b)(3) of the Federal Oil and Gas Royalty Management Act of 1982, as
implemented by the .applicable provisions of the operating regulations at Title 43 CFR I62.4-
l(c), requires that "not later than the 5th business day after any well begins production on
which royalty is due anywhere on a lease site or allocated to a lease site, or resumes
production in the case of a well which has been off production for more than 90 days, the
operator shall notify the authorized officer by letter or sundry notice, Form 3160-5, or orally to
be followed by a letter or sundry notice, of the date on which such production has begun or
resumed."

If you fail to comply with this requirement in the manner and time allowed, you shall be liable
for a civil penalty of up to $10,000per violation for each day such violation continues, not to
exceed a maximum of 20 days. See Section 109(c)(3) of the Federal Oil and Gas Royalty
Management Act of 1982 and the implementing regulations at Title 43 CFR
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Well: Monument Fed. 14-4

APD approval is valid until midnight March 31, 1996. At this time lease U-020255 will
expire.

In the event after-hours approval or notification is necessary, please contact one of the
following individuals:

Wayne P. Bankert (801) 789-4170
Petroleum Engineer

Ed Forsman (801) 789-7077
Petroleum Engineer

Jerry Kenczka (801) 789-1190
Petroleum Engineer

BLM FAX Machine (801)
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Well: Monument Fed. 14-4

EPA'S LIST OF NONEXEMPT EXPLORATION AND PRODUCTION WASTES

While the following wastes are nonexempt, they are not necessarily hazardous.

- Unused fracturing fluids or acids

- Gas plant cooling tower cleaning wastes

- Painting wastes

- Oil and gas service company wastes, such as empty drums, drum rinsate, vacuum truck rinsate,
sandblast media, painting wastes, spend solvents, spilled chemicals, and waste acids

- Vacuum truck and drum rinsate from trucks and drums, transporting or containing nonexempt waste
- Refinery wastes

- Liquid and solid wastes generated by crude oil and tank bottom reclaimers

- Used equipment lubrication oils

- Waste compressor oil, filters, and blowdown

- Used hydraulic fluids

- Waste solvents

- Waste in transportation pipeline-related pits

- Caustic or acid cleaners

- Boiler cleaning wastes

- Boiler refractory bricks

- Incinerator ash

- Laboratory wastes

- Sanitary wastes

- Pesticide wastes

- Radioactive tracer wastes

- Drums, insulation and miscellaneous
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SURFACE USE PROGRAM
Conditions of Approval (COAs)

METHODS FOR HANDLING WASTE MATERIALS AND DISPOSAL

The reserve pit shall be lined with a synthetic liner that is a minimum of 12 mil thickness with sufficient
bedding to cover any rocks. The liner will overlap the pit walls and be covered with dirt and/or rocks to
hold it in place. No trash, scrap pipe, etc., that could puncture the liner will be disposed of in the pit.

Plans For Reclamation Of Location

When reclaiming the reserve pit, the pit liner will be torn and perforated before backfilling the reserve pit
and the torn liner will be buried a minimum of four (4) feet deep. If this is a producing well and after the
reclamation of the reserve pit, and unused disturbed areas, contact the authorized office to obtain a seed
mixture to revegetate these specific areas.

At time of final abandonment the intent of reclamation will be to return the disturbed area to near natural
conditions. Recontour the surface of the disturbed area to blend all cuts, fills, road berms, and borrow
ditches to be natural in appearance with the surrounding terrain. After recontouring of the area any
stockpiled topsoil will be spread over the surface, and the area reseeded and revegetated to the satisfaction
of the authorized officer of the BLM. Contact the authorized officer of the BLM at the time of
reclamation for the required seed mixture.

Other Information

If paleontologic resources are found or uncovered during ground disturbing activities, Equitable Resources

will suspend all operations that would further disturb such materials and immediately contact the BLM
Authorized Officer.

A complete copy of the approved APD and ROW grant, if applicable, shall be on location during
construction of the location and drilling activities.

The operator or their contractor shall contact the BLM office at (801)789-1362, 48 hours prior to
construction activities.

MOUNTAIN PLOVERS & BURROWING OWLS
No surface disturbing activities, construction, or drilling operations including the initial completion
activities are to occur on the well, access road, or location from March 15 through August 15. This

restriction is to protect the nesting Mountain Plovers and Burrowing Owls located in the surrounding area.

The restriction does not apply to maintenance and operation of existing wells and facilities. Waivers,
exceptions, or modifications to this restriction may be specifically approved in writing by the authorized
officer of the Bureau of Land Management if either the resource values change or the lessee/operator
demonstrates that adverse impacts can be mitigated.

An example of an exception: could be to contact the authorized officer of the BLM to coordinate
additional surveys for mountain plover & burrowing owl. The notification will be required a
minimum of 14 days prior to surface disturbance to allow time to conduct a wildlife survey. If
an active nest or chicks are found, the proposed activity will be delayed until the chicks are out
of downy plumage or the brood vacates the
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DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: EQUITABLE RESOURCES

Well Name: MONUMENT FEDERAL 14-4

Api No. 43-013-31666

Section 4 Township 9S Range 16E County DUCHESNE

Drilling Contractor UNION

Rig #: 17

SPUDDED:

Date: 8/11/96

Time: 4:00 PM

How: ROTARY

Drilling will commence:

Reported by: D. INGRAM-DOGM

Telephone #:

Date: 8/13/96 Signed:



Forrn 3160-5 UNITED STATES A FORM APPROVED

(June 1990) DEPARTMENT OF THE INTE ""fxp'ireMaNL1103135

BUREAU OF LAND MANAGE EN 5. Lease Designation and Serial No.

DIVOF IL,GAS& MINING U-73Ð6
SUNDRY NOTICES AND REPORTS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT-" for such proposals n/a

SUBMIT IN TRIPLICA TË
7. If Unit or CA, Agreement Designation

1. Type of Well
OW

11
GYesu

Other
8. Well Name and No.

2. Name of Operator Balcron
,
Fed. #14-4

Equitable Resources Energy Company 9. APIWellNo.

3. Address and Telephone No. 43-013-31166

1601 Lewi s Avenue; Bil l i ngs , MT 59102 (406) 259-7860 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage. Sec., T., R., M., or Survey Description) MonmentButte/Green River
SWSWSection 4, T9S, R16E 11. countyor Parish, State

719' FSL, 607 y DuchesneCounty, UTAH

12. CHECK APPROPRIATE BOX(s)TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

O Recompledon New Construction

Subsequent Repon Plugging Back Non-Routine Fracturing

O casingassair O Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to Injection

Other Spud O Dispose Water
(Note: Reportresultsof multiplecompletionon Well

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,
give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

' This well was spud at 12 noon 8/11/96.

ORIGINAL: Bureau of Land Management (Vernal, UT)
COPY: Utah Division of Oil, Gas and Mining

14. Ig

Title n r
ntna

Speci al i st oate
'

Approved by Title Date
Conditions of approvat, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.
*See Instruction on Reverse



ovs f it, GAS AND MlNING OPERATOREquitable Resources Energy Company OPERATORACCT. NO. ÛENTITY ACTION FORH- FORM 6 ADDRESS1601 Lewis Avenue
Billings, MT 59102

ACTION CURRENT NEW API NUNDER WELLNAME F11 InfATTOL SPUD EÚECTIVE
CODE ENTITY NO. ENTITYNO.

, , , QQ SC TP RG C0tlNTY DATE DATEA (gg j (£ 43-013WMonulentFederal #14-4 SWSW 4 9S 16E Juchesne 8/11/96 .8/11/96

WELL 1 COMNENTS:

Spud of new well.

e WELL.2 COMHEniS:

•

WELL3 COMMENTS:

WELL4 COMMENTS:

WELL5 COMMENTS:

ACfl0N CODES (See instructions on back of.form)A - Establish new entity for new well (single well only)D - Add new well to existing entity (group or unit well)
ignatureC - Re-assign well from one existing entity to another existing entity

Regulatory and0 - Re-assign well from one ex.isting entity to a new entity
·

· -

E - Other (explain in comments section) DATE: yggst unmental Spyalga .NOTE: Use CONHENTsection to explain why each Action Code was sel
Phone No. (406 i 259-7860

.(3/89)

AUSI 3 1996

DIVOFOIL GAR n, uan
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Fonur STATEOF UTAH

DIVISIONOF OlL, GAS AND MINING

REPORT OF WATER ENCOUNTERED DURING DRILLING

1. Well name and number: MONUMENT FEDERAL #14-4

API number:#43-013631666

2. Well Location: QQ Section 4 Township 9 Range 16 County Duchesne

3. Well operator: EREC WESTERN REGION '

Address: 1601 Lewis Avenue

Billings, MT 59102 Phone: (406) 259-7860

4. Drilling contractor: Union Drilling

Address: Drawer 40

Buckhannon, West VA 26201 Phone: (304) 472-4610

. 5. Water encountered (attach additional pages as needed):

DEPTH VOLUME QUALOY
FROM TO (FLOW RATE OR HEAD) - (FRESH OR SALTY)

NO MEASURABLEWATER DURING DRILLING OPERATIONS.

6. Formation tops: SEE COMPLETION

If an analysis has been made of the waterencountered,please attach a copy of the report to this form.

I hereby certifythat this report is true and complete to the best of my knowledge. Date:

Name &Siggature: it
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EQUlTABLERESOURCES
ENERGYCOMPANY
WESTERNREGION

Office:(406) 259-7860
1601 Lewis Avenue FAX: (406) 245-1365 O
Billings,MT59102 FAX: (406) 245-1361

October 17, 1996

Bureau of Land Management /
Vernal District Office --

170 South 500 East
vernal,UT 84078

Gentlemen:
DIVOFOlL,GAS& MININGRE: Monument Federal #14-4

SW SW Section 4, TSS, R16E '
Duchesne County Utah
API #43-013-31 6
Lease #U-73086

This letter will serve as notice that first production on the subject well was on
9-19-96. I apologize for the untimeliness of this notice.

Please feel free to contact me if you need any additional information.

Sincerely,

Molly Conrad
Operations Secretary

/mc

cc: State of Utah, Division of Oil, Gas, &





orut 3140-4 Form approved.
N mb 1983) Budget Bureau No. 1004-0137
(

omerleyr9-330) UN ED ST AT Expires August 31, 1985
DEPARTMENT OF THE E -tru «n• O. I.MASP. DEstuNATION AND SERIAI, NO.

BUREAU OF LAND MANAG ME y i 5 86"
WELL COMPLETION OR RECOMPLETI * 6. IF INDIAN, ALI.OTTEE OR TRIBM NAME

la. TYPE OF WELL: 011. u,ss W.OFOIL,GAS& Mi n/a
WEI.1. WNI.!• DRY . Other 7. I'NIT AGREEMENT NAME

b. TYPE OF C PLETION:
NEW WultK DENI'- t•¡.t'a pggy,
it'Nr.r. nrun r.N n,acti I:8.9Vn. Other b. VARM on LEAss NAna

2. NAME or orsnATon . MonuÃentFederal
Equitable Resources Energy Company o. war.t. no.

a. Anoussa or ormaarna #14-4
1601 Lewis Avenue, Billings, MT 59102 (406) 259-7860 io. FIELD AND POOL, OR WILDCAT

4. t.OCATION or «Ei.t. (Report location clearly and in accordance teith any State registrementa)* Monument Butte/Green River
At surra e SW SW SECTION 4, T9S, R16E 719' FSL & 607' FWL 11. sec..T., a.. n., OR BLOCK AND SURVEY

OR AREA

At top prod. interval reported below
Section 4, T9S, R16E

At total depth

14. PERollT NO. DATE 1881 ED , 12. COUNTY OR 13. STATE

43-013-31666 7-15-96
De esne Utah

16. DATE SPCDDED 16. DATE T.D. REACHED 17. DATE COMPL- (REGNU to prod.) 18. ELEVATIONS (DF, RKB, RT, GE, ETC.)* 1Û. ELEV. CASINGHEAD

8-11-96 8-19-96 9-9-96 5766' GL n/a
20. TOTAL.DEPTH. MD & TVD 21. PLUG. BACK T.D., MD & TVD 22. IF Mt f.TIPl.E COMPL., 1 23, INTERVAI,8 ROTARY TOOLS CABLE TOOLS

5850* 5797' \ "n a | SFC-TD n/a
24. PaonuctNa INTsavAL(s), or THis coMPLETION--TOP, BOTTOM, NAME (MD AND TVD)* 25. WAS DIRECTIONAL

SURVEY MADE

4787'-4989' Green River NO
26. TYPE TRIC AND OTHza Lo a RUN 27. WAs wmLL coman

CNL/LDT DLL/GR |-9 NO

28. CASING RECORD (Report all strings set in toell)

CAslNo sizc wzlanT, La./rT. DEPTH SET (MD) IIOLE SIZE CEMENTING RECORD Abt0UNT PULLED

8 5/8" 24# 262.55'KB 12 1/4" L60 sxs "G" w/additives Nbtié
5 1/2" 15.5# 5841.81'KB 7 7/8" 270 sxs "G" w/additives None

29. LINER RECORD 30. TUBING RECORD

SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

n/a 2 7/8" 473/.%'KB 11/A

31. PERFORATION RECORD (Interval, site and number) 82. ACID, SHOT, FRACTURE, CEMENT SQUEEZE, ETC.
4787-95 (2 SPF) DEPTH INTERVAL (MD) AMOUNT AND KIND OF MÅTERIAL USED

4838-47(2 SFF)
.

(See Attachment Tor Information)
4978-82 (4 SPF)
4985-89(4 SPF)

33.* PRODUCTION
DATE FIRST PRODUCTION PRODUCTION METHOD (Flotoing, gas lift, pumping.--size and-type of pump) wmLL STATua (Producing or

shut-in)
9-9-96 1 1/2" Insert Piimp Producing

DATE OF TEST HOURS TESTED CHOKE SIZE PROD'N. FOR OIL-BBL. GAS-McF. WATER-BBl.. GAS•OIL RATIO
TEST PERIOD \ \ ,

a
10-14-96 24 n/a | 33 | N.M. | 0 N.M.

FLOW. TUBUfG PRzas. CAalNG PRESSURE CAT.CULATED O!!.-BBL. GAS--MCr. WATER--HBL. OIL GRATITT-API (CORB.)
24-noun RATE

n/a n/a 3 33 N.M. 0 N.M.
34. DISPOSITION or GAs (ßold, used for fuel, vented, etc.) TEST WITNESSED BT

Used for fuel. Dale Griffin
35. List or ATTACHMENTS

#32
sihG

E

that e ing d information la complete and corr aSa deteermined from all avallaDble records0-18-96

*(SeeInstructionsand Spaces fer Additional Data on ReverseSide)
I'itle 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfoly to make to any department or agency of
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Attachment to Completion Report
Monument Federal #14-4

SW SW Section 4, T9S, R16E
Duchesne County, Utah

Depth Interval Amount and Kind of Material Used

4978'-4989' Fracture with 48,100# 16/30 mesh sand with 17,388 gallons 2%
KCL gelled water. Break down with 3,105 gallons 2% KCL
water.

4787'-4795' Break down with 2,352 gallons 2% KCL water.

4838'-4847' Break down with 2,520 gallons 2% KCL water.

4787'-4847' Fracture with 96,400# 16/30 mesh sand with 28,476 gallons 2%
KCL gelled water.
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DAILY OPERATING REPORT

BALCRON MONUMENT FEDERAL #14-4
Location: SW SW Section 4, T9S, R16E

Duchesne County, Utah -TIGHT HOLE-
719' FSL, 607' FWL
PTD: 6,500' Formation: Green River
Monument Butte Field
API #43-013-31666
Elevations: 5766' GL
Contractor: Union Drilling
Operator: EREC/Western Region
Spud: August 11, 1996 @12:00 PM
Casing:

Tubing:

08/12/96 TD: 288' (288') Day 1
Present Operation: Wait on Cement
Spud well @12:00 noon. MIRU, drill rat hole & conductor, drill 288' of 12-1/4" hole
w/air, run 252' of 8-5/8", J-55, 24# csg as follows:

Shoe .90'

Shoe jt 29.10'
Baffle plate 0.00'
6 jts 222.55'
Landing jt 10.00'
Total csg length 252.55'
Depth landed 262.55' KB

Cement w/ 160 sxs "G" + 2% CaCl2 + ¼#|sx Cell Seal. Plug down @12:00 midnight.
DC: $5,184 CC: $5,184

08/13/96 TD: 1180' (892') Day 2
Present Operation: Drilling 7-7/8" hole
NU, Pressure test stack, drill plug & shoe, and drill 892' of 7-7/8" hole w/air.
DC: $16,056 CC: $21,240

08/14/96 TD: 2465' (1285') Day 3
Present Operation: Drilling 7-7/8" hole
Drilled 1285' of 7-7/8" hole w/air, ran two surveys and clipped drill lines.
DC: $23,130 CC: $44,370

08/ 15/96 TD: 3590' (1125') Day 4
Present Operation: Drilling 7-7/8" hole
Drilled 1125' of 7-7/8" hole w/air and ran two surveys.
DC: $20,250 CC: $64,620

08/16/96 TD: 4300' (710') Day 5
Present Operation: Drilling 7-7/8" hole
Made bit trip, picked up motor and drilled 710' of 7-7/8"



DC: $12,780 CC: $77,400
08/17/96 TD: 5010' (710') Day 6

Present Operation: Drilling 7-7/8" hole
DC: $12,780 CC: $90,180

08/18/96 TD: 5695' (685') Day 7
Present Operation: Drilling 7-7/8" hole
DC: $12,330 CC: $102,510

08/19/96 TD: 5850' (155') Day 8
Present Operation: Rigging Down
Drilled 155' of 7-7/8" hole w/fluid, laid down drill pipe, logged well, ran 5831' of 5-1/2",
J-55, 15.5# csg as follows:

Shoe .90'

Shoe jt. 41.2T
Float collar 1.10'
135 jts csg 5788.54'
Landing jt. 10.00'
Total csg length 5831.81'
Depth landed 5841.8 l' KB
PBTD 5798.54' KB

Cement csg as follows: Lead = 270 sxs Super "G" + 3% salt + 2% Gel + 2#|sx Kol-seal +
¼#|sx cello flake. Tail = 400 sxs 50/50 poz + 2% gel + ¼#|sx cello flake + 2#|sx Kol-
seal. Plug down @1:30 AM. Rig released @5:30 AM
DC: $2,790 CC: $105,300

09/03/96 Completion
MIRU Cannon Well Service Rig #2. TIH w/4-3/4" bit, 5-1/2" csg scrapper & 186 jts 2-
7/8" tbg. Tag PBTD @579T KB. Circulate hole clean w/ 140 bbls 2% KCL wtr. POOH
w/24 jts tbg. SWIFN.
DC: $3,152 CC: $108,452

09/04/96 Completion
TOOH w/ tbg & tools. RU Cutter Wire Line to run CBL & perf. Run CBL from 5780' KB
to 900' KB. TOC @ 1100' KB. Perf 4978' - 4982' & 4985' - 4999', 4 SPF. Tih w/TD
RBP, retrieving tool, 2-3/8" x 4' sub, HD pkr, SN & 162 jts 2-7/8" tbg. Set BP @5060'
KB, EOT 4933' KB, pkr 4926' KB. RU BJ Services & break down 4978' - 4982' & 4985' -

4989' w/3150 gals 2% KCL wtr. ATP = 2600 psi, ATR = 3.1 bpm, ISIP = 1600 psi.
Used75 bb1s wtr. Release pkr. TOOH w|tbg, pkr & retrieving tool. Flowed back 25
bb1s wtr. SWIFN.
DC: $9,605 CC: $118,057

09/06/96 Completion
Flow back 5 bb1s wtr. TIH w|retrieving tool & 151 jts tbg. Tag sand @ 4703' KB.
Circulate down to BP @488T KB. Release BP. TOOH w/tbg & BP. TIH w|retrieving
tool, 2-3/8" x 4' sub, HD pkr, SN, & 159 jts tbg. Tag sand @4950' KB. Circulate down
to BP @5060' KB. Set pkr @4738' KB. Made 24 swab runs. Recovered 1 bbl oil & 119
bb1s wtr, trace sand & good gas. Oil 2% last 3 runs. Fluid level 1850' last 3 runs.



.
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DC: $3,824 CC: $182,766

09/07/96 Completion
Fluid level 500'. 1st run 10% oil. Made 30 swab runs. Recovered 20 bbls oil & 127 bble
wtr. Good gas, no sand. Oil 25% last 3 runs. Fluid level 2000' last 2 runs. Shut well
in until 9-9-96.
DC: $1,732 CC: $184,498

09/09/96 Completion
Bleed well off. Release pkr, tag sand @5028' KB. Circulate down to BP @5060' KB.
Retrieve BP. TOOH w/tbg, pkr & BP. TIH w/production string (tbg) as follows:

LENGTH DEPTH KB
1 - Notched-pinned collar .40' 5052.40'
1 - jt 2-7/8" EUE J-55 8rd 6.5# 28.05' 5052.00'
1 - perf sub 2-7/8" x 4' 4.20' 5023.95'
1 - SN 2-7/8" 1.10' 50 19.75'
9 - jts 2-7/8" EUE J-55 8rd 6.5# 280.69' 5018.65'
1 - tbg anchor 2-7/8" x 5-1/2" (TRICO) 2.75' 4737.96'
152 - jts 2-7/8" EUE J-55 8rd 6.5# 4725.21' 4734.21'
KB 10.00'

ND BOP, ND 5-M well head, NU 3-M well head. Set tbg anchor w/ 11" tension. TIH
w/production string (rods) as follows:

1 - DHP 2-1/2" x 5-1/2" x 15'RHAC w/SM plunger (TRICO #1188)
1 - Pony 7/8" x 2' w/2-1/2" guides
1 - K-bar 1-1/2" x 25'
1 - Pony 7/8" x 2' w/2-1/2" guides
198 - ¾" x 25' D-61 Plain
1 - Pony ¾" x 6'
1 - Polish rod 1-1/4" x 22' SM

Press test DHP & tbg to 1000 psi, OK. RDMO.
DC: $23,390 CC: $207,888

09/19/96 Completion
Start well pumping. 4.0 SPM. 86" stroke.
DC: $30,589 CC:



FORM o STATE OF UTAH

DIVISION OF OIL, GAS AND MINING
5. Lease Designation and Sortal Number:

See Attached
6. ff indian, Allottee or Tribe Name:SUNDRY NOTICES AND REPORTS ON WELLS n/a
7. Unit Agreement Name:Do not use this form for proposals to drill new wells, deepen existing wells, or to reenter plugged and abandoned wells.

Use APPUCATlON FOR PERMIT TO DAIU.OA DEEPEN form for such proposals. See Attached
8. Well Name and Number:1. Type of Woll: OIL GAS OTHER:

See Attached
2. Name of Operator

9. API Well Number:
Inland Production CompanY TT 1 SW See Attached

3. Address and Telephone Number:
10. Field and Pool, or Wildcat:

475 - 17th Street, Suite 1500, Denver, Co 80202 See Attached
4. Location of Well

root.o..: See Attached Exhibit county:
QQ, Soc..T..R..M.:

State:

1· CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT

(Submk in Duplicate)
(Submit Original Form Only)

O Abandon O New Construction Abandon O New Construction
O Repair casing O Pull or Alter Casing O RePair casing O Pull or After Casing
O Change of Plans O Recomplete O Change of Plans O Reperforate
O convertto injection O Reperforate O convertto injection O Vent or Flare
O Fracture Treat or Acidize O Vent or Flare O Fracture Treat or Acidize O watershut-off
O Multiple Completion O Water Shut-Off Other Change of Operator

other Change of Operator

Date of work completion 9-30-97'
Approximate date work will stad

Repo<t resorts of uuttips. comps.tioneand Rooompletions to different reservolra on WELL
coueumON OA RECOMPLETION REPORT AND LOG form.

* Must be accompanled by a cement verificallon report.

12 DESCRIBE PADPOSED OR COMPLETED OPERATIONS (Clearty state all pertinent details, and give pertinent dates. It wet! Is dIroctionally drilled, give subsurface locatlons and monsured and truevertical depths for all markers and zones pertinent to this work.)

Effective September 30, 1997, Inland Production Company will take over operations of thewells on the attachèd list. The previous operator was :

Equitable Resources Energy Company
1601 Lewis Avenue
Billings, MT 59102

Effective September 30, 1997, Inland Production Company is responsible under the termsand conditions of the leases for operations conducted on the leased lg 6'ri'þóžtiónthereof under State of Utah Statewide Bond No. 4471291.
OOT 1 0 1997

a signature: CHRISA.POTER,ATTORNEY-lN-FACT o.,, 3d 7
l ie speos for State use only)

\04) (See instructions on Reverse





OCT1019g7

October 7, 1997
RESOURCES INC.

Bureau of Land Management ,l

Vernal District Office
170 South 500 East
Vernal, UT 84078

RE: Change of Operator
Duchesne & Vernal Counties, Utah

Dear Mr. Forsman:

Please find attached Sundry Notices and Reports on Wells for Change of Operator,

previously operated by Equitable Resources Energy Company for approval.

If you should have questions regarding this matter, please do not hesitate to contact me at

the number listed below.

Sincerely,

INLAND PRODUCTlON COMPANY

Patsy B u

/pb
encls.

r-

475 Seventeenth Street, Suite 1500, Denver, CO 80202 • 303-292-0900 • FAX



United States Department of the Interior

2 # BUREAU OF LAND MANAGEMENT
Vemal District Office
170 South 500 East Phone: (801) 78]A400

IN REPLY REFER TO: Vernal, Utah 84078-2799 Fax: (801) 781-4410

3162.3
UTOS438

December 4, 1997

Inland Production Company
475 17th Street, Suite 1500
Denver, CO 80202

Re: Well No. Monument Fed. 14-4

SWSW, Sec. 4, T9S, R16E
Lease U-73086
Duchesne County, Utah

Dear Sir:

This correspondence is in regard to the self-certificationstatement submitted requesting a change
in operator for the referenced well. After a review by this office, the change in operator request
is approved. Effectiveimmediately, Inland Production Company is responsible for all operations
performed on the referenced well. AII liability will now fall under your bond, BLM Bond No.
UTOO56,for all operations conducted on the referenced well on the leased land.

If you have any other questions concerning this matter,please contact Margie Herrmann or Pat
Sutton of this office at (435) 781-4400.

Howard B. Cleavinger II
Assistant Field Manager,
Minerals Resources

cc: Division of Oil, Gas & Mining
Equitable Resources Energy



03/10/1997 05:15 1-406-6' 164 CRAZY MTN O&G PAGE 02

EQUITABLERESOURCES
ENERGYCOMPANY
WESTERNREGION
(406) 259-7860 Telephone
(406) 245-1361 Fax

December 10, 1997

Lisha
State of Utah
Division of Oil, Gas and Mining
1594 West NorthTemple, Suite 1210
Box 145801
Salt Lake City, UT 84 I 14-5801

Dear Lisha:

RE: Equitable Sale of Utah Properties

Effective September 30, 1997, Equitable Resources Energy Company sold all of its Utah

properties to Inland Production Company.

Please feel free to contact me if you require additional information.

Sincerely,

Molly Conra
Agent for Equitable Resources

Energy Company



03/28/1997 05:15 1-405-6 164 CRAZY MTN O&G PAGE 01

CrazyMountain Oil &Gas Services
P.O. Box577
Laurel,MT 59044
(406) 628-4164
(406) 628-4165

TO:

PROM. MollyConrad
CrazyMountain Oil & Gas Services
(406) 628-4164

PagesAttached - Including Coversheet2 .

NOTE



Division of Oil, Gas and Mining Rotgity

OPERATOR CHANGE WORKSHEET '-

Attach all documentation received by the division regarding this change. 3-

Initial cach listed item when completed. Write N/A if item is not applicable. 4-VI O
-

k Change of Operator (well sold) . O Designation of Agent
O Designation of Operator O OperatorName Change Only

The operator of the well(s) listed below has changed, effective: 9-30-97

TO: (new operator) INLAND PRODUCTION COMPANY FROM: (old operator) EQUITABLE RESOURCES ENERGY
(address) Po Box 1446 (address) Po Box 577

ROOSEVELT UT 84066 LAUREL MT 59044
C/O CRAZY MTN O&G SÉR ËS

Phone: (801) 722-5103 Phone: (406) 628-416

Account no. N5160 Account no. N9890

WELL(S) attach additional page if needed:

Name: **SEE ATTACHED** API: pj¢ Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R

_ _

Lease:

OPERATOR CHANGE DOCUMENTATION

1. (r649-8-10) Sundryor other legaldocumentation has been received from the FORMER operator (attach to this

2. (r649-8-10) Sundry or other legal documentation has been received from the NEW operator (Attach to this
form). (L'c/ /044

3. The Department of Commerce has been contacted if the new operator above is not currently operating any
wells in Utah. Is the company registered with the state? (yes/no) If yes, show company file number:

4. FOR INDIAN AND FEDERAL WELLS ONLY. The BLM has been contacted regarding this change. Make
, note of BLM status in comments section of this form. BLM approval of Federal and Indian well operator

' changes should ordinarily take place prior to the division's approval, and before the completion of steps 5
through 9 below.

5. Changes have been entered in the Oil and Gas Information System (3270) for each well listed above.

" 6. Carder file has been updated for each well listed above. M -Ÿ

7. Well file labels have beenupdated for each well listed above. /240 Ÿ7

f 8. Changeshave been includedon the monthly "Operator, Address, and Account Changes" memo for distribution
to Trust Lands, SovereignLands,UGS, TaxCommission, etc· (Ï24

C 9. A folder has been set up for the Operator €hange file, and a copy of this page has been placed there for

onsapdoeswompen:Img
- OVRR



OPERATOR CHANGE WORKSHEET (continued) - Initial each item when completed. Write N/A if item is not applicable.

ENTITY REVIEW

C 1. (r649-8-7) Entity assignments have been reviewed for all wells listed above. Were entity changes made?(yes If entity assignments were changed, attach copies of Form 6, EntityAction Form.

2. Trust Lands, Sovereign Lands, Tax Commission, etc., have been notified through normal procedures of entity
changes.

BOND VERIFICATION - (FEE WELLS ONLY)

1. (r649-3-1) The NEW operator of any fee lease well listed above has fumished a proper bond.

2. A copy of this form has been placed in the new and former operator's bond files.

3. The FORMER operator has requested a release of liability from their bond (yes/no) , as of today's date
. If yes, division response was made to this request by letter dated

LEASE INTEREST OWNER NOTIFICATION OF RESPONSIBILITY

A l. Copies of documents have been sent on to at Trust Lands for changes
no ving State leases, in order to remind that agency of their responsibility to review for proper bonding.

N 2. (r649-2-10) The former operator of any fee lease wells listed above has been contacted and informed by letter
dated 19

_,
of their responsibility to notify all interest owners of this change.

FILMING

] l. All attachments to this form have been microfilmed. Today's date: .

FILING

1. Copies of all attachments to this form have been filed in each well file.

2. The original of this form, and the original attachments are now being filed in the Operator Change file.



FORÙ$160-5 TED STATES FORM APPROVED
(June 1990) DEP MENT OF THE INTERIOR Budget Bureau No. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: March 31, 1993
5. Lease Designation and SerialNo.

SUNDRY NOTICES AND REPORTS ON WELLS U-034217-A
Do not use this form for proposals to drillor to deepen or reentry a different reservoir. 6.IfIndian, Allottee or Tribe Name

Use "APPLICATIONFOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE NA
1. Type of Well

11 1 Other
8. WB LN

R
Nd

ONUMENT FEDERAL 14-
9. API Well No.

2. Name of Operator 43-013-31666
INLAND PRODUCTION COMPANY 10. Field and Pool, or Exploratory Area

3. Addressand Telephone No. CASTLE PEAK
475 17TH STREET, SUITE 1500, DENVER, COLORADO 80202 (303) 292-0900 11.Countyor Parish, State

4. Locationof Well (Footage, Sec., T., R., m., or SurveyDescription)

0719 FSL 0607 FWL SW/SW Section 4, TO9S R16E DUCHESNE COUNTY, UTAH

12. CHECK APPROPRIATE BOX(s TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans
Recompletion New Construction

X SubsequentReport Plugging Back Non-Routine Fracturing
Casing Repair Water Shut-Off

Final AbandonmentNotice Altering Casing Conversionto Injection
X Other Site Security Dispose Water

(Note: Report results of multiple completion on Well
Completion or Recompletion Report and Log fonn.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is direction-
ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Attached please find the site security diagram for the above referenced well.

DECERVE
0CT 13 1998

I

DIV.0FOIL,GAS&MINING

14.Iher byecertifytha o nd ect

Title Manager, Regulatory Compliance Date 10/8/98

(This spacefor Federal or State office use)

Approved by Title Date

Conditionsof approval, if any:

CC: UTAH DOGWÍ
Title 18U.S.C. Section 1001,makes it a crime for any person knowinglyand willfully to make to any departmentor agencyof the United Statesany false, fictitious

or fradulent statementsor representations as to any matter within its



InlÊdProduction Co any
Site Facility Diagram

Monument Butte Federal 14-4

SWISW Sec. 4, T9S, 16E

Duchesne County

July 28, 1998

Site Security Plan is held at the Roosevelt Office, Roosevelt Utah

Production Phase:

1) Valves 1 and 3 sealed closed

2) Valves 2 and 4 sealed open

Sales Phase:

1) Valves 1, 2, 4, sealed closed

2) Valves 1 open Pumping Unit

Diked Section
Draining Phase:

1) Valve 3 open

3 Production Tank

Emulsion Line ·-- ---·-----

Load Line

WaterLine -·- -



FORM3160-5 UNIT STATES FORMAPPROVED

(June1990) DEPARTMEN F THE INTERIOR BudgedBureauNo.1004-0135

BUREAU OF LANDMANAGEMENT ExpiresMarch31,1993

5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS U-73086
Do not use this form for proposals to drill or deepen or reentry to a different reservoir. 6. Iflndian,AllotteeorTribeName

Use "APPLICATION FOR PERMIT -" for such proposals NA

7. Ifunitor CA, Agreement Designation

SUBMIT IN TRIPL/CATE
1. Type of Well

Oil Well Gas well Other 8. Well Name and No.

2. NameofOperator Balcron Mon Fed 14-4

Inland Production Co. 9. APlWellNo.

3. Address and Telephone No. (303) 893-0102 43-013-31666
410 Seventeenth Street, Suite 700 Denver, CO 80202 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M., or Survey Description) Monument Butte
11. County or Parish, State

SWISW 719' fsl, 607' fwl Sec. 4, T9S, R16E Duchesne

12 CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

Recompletion New Construction

Subsequent Report Plugging Back Non-Routine Fracturing

Casing repair Water Shut-off

Final Abandonment Notice Altering Casing Conversion to Injection

Other Dispose Water
(Note: Report results of multiple completion on Well
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pert nent details, and give perlinent dates, including estimated date of starting any proposed work. Ifwell is directionally

drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work).

Please see attached injection application.

14. I rebycerti g

itle Regulatory Specialist Date

(This space of Federal or State office use.)

Approved by Title Date

Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly to make to any department of the United States any false, fictitious or fraudulent statements or representations as

to any matterwithin its jurisdiction.

*See Instruction on Reverse



RESOURCES INC.

January 8, 2001

Mr. Dan Jarvis
State of Utah
Division of Oil, Gas and Mining
Post Office Box 145801
Salt Lake City, Utah 84114-5801

RE: Permit Application for Water Injection Well
Balcron Monument Federal #14-4-9-16
Monument Butte Field, South Wells Draw Unit, Lease #U-034217A
Section 4-Township 9S-Range 16E
Duchesne County, Utah

Dear Mr. Jarvis:

Inland Production Company herein requests approval to convert the Balcron Monument Federal #14-4-9-16

from a producing oil well to a water injection well in the Monument Butte (Green River) Field, South
Wells Draw Unit.

I hope you find this application complete; however, if you have any questions or require additional
information, please contact George Rooney at (303) 893-0102.

Sincerel

Bill Penn
Chief Executive Officer

410 Seventeenth Street, Suite 700, Denver, CO 80202 • 303-893-0102 • FAX



RESOURCES INC.

January 8, 2001

Mr. Edwin I. Forsman
Bureau of Land Management
Vernal District Office, Division of Minerals
170 South 500 East
Vernal, Utah 84078

RE: Permit Application for Water Injection Well
Balcron Monument Federal #14-4-9-16
Monument Butte Field, South Wells Draw Unit, Lease #U-034217A
Section 4-Township 9S-Range 16E
Duchesne County, Utah

Dear Mr. Forsman:

Inland Production Company, as operator of the above referenced well, has requested to convert
the above well from a producer to an injector. Enclosed for your review is a copy of the
application filed with the State of Utah. Also enclosed is a copy of the sundry notice of intent.

Should you have any questions, please contact me or George Rooney at 303/893-0102.

Joyce McGough
Regulatory Specialist

Enclosures

410 Seventeenth Street, Suite 700, Denver, CO 80202 • 303-893-0102 • FAX



O O

INLAND PRODUCTION COMPANY

APPLICATION FOR APPROVAL OF CLASS II INJECTION WELL

BALCRON MONUMENT FEDERAL #14-4-9-16

MONUMENT BUTTE FIELD (GREEN RIVER) FIELD

SOUTH WELLS DRAW UNIT

LEASE #U-034217A

JANUARY 8,



O O
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WELLBORE DIAGRAM OF PROPOSED INJECTION
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ABANDONMENT
ATTACHMENT H-1 WELLBORE DIAGRAM OF PROPOSED PLUGGED



STATE OF UTAH
DIVISIONOF OIL, GAS AND MINING

APPLICATION FOR INJECTION WELL - UIC FORM 1

OPERATOR Inland Production Company
ADDRESS 410 17th Street, Suite 700

Denver, Colorado 80202

Well Name and number: Balcron Mon Federal #14-4-9-16

Field or Unit name: Monument Butte (Green River) S. Wells Draw Unit Lease No. U-034217A

Well Location: QQ SWSW section 4 township 9S range 16E county Duchesne

Is this application for expansion of an existing project? . . . . . . . . . . . . . . . Yes [ X ] No [ ]

Will the proposed well be used for: Enhanced Recovery? . . . . . . . . Yes [ X ] No [ ]
Disposal? ......... ........ Yes[ ] No[X]
Storage? ......... ........ Yes[ ] No[X]

Is this application for a new well to be drilled? . .. . . . . . . . . Yes [ ] No [ X ]
If this application is for an existing well,

has a casing test been performed on thewell?. . . . . . . . . . . . . . . . . . . . . Yes [ ] No [X]
Date of test: Will be done later
API number: 43-013-31666

Proposed injection interval: from 4787' to 4989'
Proposed maximum injection: rate 500 bpd pressure 1580 psig
Proposed injection zone contains [x ] oil, [ ] gas, and/or [ ] fresh water within 1/2
mile of thewell.

IMPORTANT: Additional information as required by R615-5-2 should
accompany thisform.

List of Attachments: Attachments "A"through"H-1"

I certify that this report is true and complete to the best of my knowledge.

Name: Bill Pennington Signature
Title Chief Executive Officer Date O /
Phone No. (303) 893-0102

(State use only)
Application approved by Title
Approval Date



O O
Balcron Monument Federal #14-4

SpudDate: 8-11-96
Put on Production: 9-9-96 Initial Production: 33 BOPD, 0 MCFD
GL: 5766' KB: 5778' Proposed Inje<tion 0 BWPD

Wellbore Diagram
SURFACE CASING

_
FRAC JOB

CSG SIZE: 8-5/8" 9-6-96 4978'-4989' 48,100#16/30 sand, and 17,388 gals fluid.
GRADE: J-55 9-6-96 4787'-4847' 96,400#16/30 sand, and 28,476 gals fluid.
WEIGHT: 24#

LENGTH: 6 JTS (253')

DEPTH LANDED: 263'

HOLE SIZE: 12-1/4"

CEMENTDATA: 160skxClass"G"cmt

PRODUCTION CASING

CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 135 jts (583LS1)

HOLE SIZE: 7-7/8"

CEMENT DATA: 270 sks Super G & 400 sks 50/50 Poz

CEMENT TOP AT: I100'

SET AT: 5841'

TUBING
SIZE/GRADE/WT: 2-7/8", J-55, 63#

NO. OF JOINTS: 152

PACKER: 4738'

SEATING NIPPLE: 2-7/8"

TOTAL STRING LENGTH: ?

SN LANDED AT: ?

PERFORATION RECORD

9-4-96 4985'-4989' 4 JSPF 16 holes
Packer@4738' 9-4-96 4978'-4982' 4 JSPF 16holes

9-4-96 4838'-4847' 2 JSPF 18 holes
9-4-96 4787'-4795' 2 JSPF 16holes

4787'-95'
4838-47'

4978'-82'

4985'-89'

Inland Resources Inc. T 475378

Balcron Monument Federal #14-4 TD @5850'

719 FSL 607 FWL

SWSW Section 4-T9S-RI6E

Duchesne Co, Utah

API #43-013-31666; Lease



O O
WORK PROCEDURE FOR'INJECTION CONVERSION

1. Rig up hot oil truck to casing. Pump water. Unseat pump. Flush rods. Trip out of hole with rods
and pump.

2. Trip out of hole with tubing, breaking and doping every connection. Trip in hole with packer and
tubing. Rig up water truck to casing. Pump packer fluid. Set packer.

3. Test casing and packer.

4. Rig down and move



O O
REQUIREMENTS FOR INJECTION OF FLUIDS INTO RESERVOIRS

RULE R615-5-1

1. Operations to increase ultimate recovery, such as cycling of gas, the maintenance of
pressure, the introduction of gas, water or other substances into a reservoir for the purpose
of secondary or other enhanced recovery or for storage and the injection of water into any
formation for the purpose of water disposal shall be permitted only by order of the Board
after notice and hearing.

2. A request for agency action for authority for the injection of gas, liquified petroleum gas,
air, water or any other medium into any formation for any reason, including but not
necessarily limited to the establishment of or the expansion of waterflood projects, enhanced
recovery projects, and pressure maintenance projects shall contain:

2.1 The name and address of the operator of the project.

Inland Production Company
410 17thStreet, Suite 700
Denver, Colorado 80202

2.2 A plat showing the area involved and identifying all wells, including all proposed
injection wells, in the project area and within one-half mile of the project area.

See Attachment A

2.3 A full description of the particular operation for approval is requested.

Approval is requested to convert the Balcron Monument Federal #14-4-9-16 from a
producing oil well to a water injection well in the Monument Butte (Green River) Field,
South Wells Draw Unit.

2.4 A description of the pools from which the identified wells are producing or have
produced.

The proposed injection well will inject into the Green River Formation.

2.5 The names, description and depth of the pool or pools to be affected.

The injection zone is in the Green River Formation. In the Balcron Monument Federal
#14-4-9-16 well, the proposed injection zone is from 4787'- 4989'. The confining
stratum directly above and below the injection zones is the Douglas Creek Member of
the Green River Formation, with the Douglas Creek Marker top at 4787'.

2.6 A copy of a log of a representative well completed in the pool.

The referenced log for the Balcron Monument Federal #14-4-9-16 is on file with the Utah
Division of Oil, Gas and



O O
2.7 A statement as to the type of fluid to be used for injection, its source and the

estimated amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water from
the Johnson Water District supply line. The secondary type of fluid to be used for
injection will be culinary water from the Johnson Water District commingled with
produced water. The average estimated injection of fluids will be at a rate of 300 BPD,
and the estimated maximum injection will be at a rate of 500 BPD.

2.8 A list of all operators and surface owners within one-half mile radius of the
proposed project.

See Attachment B.

2.9 An affidavit certifying that said operators or owners and surface owners within a
one-half mile radius have been provided a copy of the petition for injection.

See Attachment C.

2.10 Any additional information the Board may determine is necessary to adequately
review the petition.

Inland Production Company will supply any additional information requested by the Utah
Division of Oil, Gas and Mining.

4.0 Establish recovery projects may be expanded and additional wells placed on
injection only upon authority from the Board after notice and hearing or by
administrative approval.

This proposed injection well is on a Federal lease (Lease #U-034217A) in the Monument
Butte (Green River) Field, South Wells Draw Unit, and this request is for administrative



O O
REQUIREMENTS FOR CLASS II INJECTION WELLS INCLUDING WATER DISPOSAL,

STORAGE AND ENHANCED RECOVERY WELLS
SECTION V --RULE R615-5-2

1. Injection well shall be completed, equipped, operated, and maintained in a manner that will
prevent pollution and damage to any USDW, or other resources and will confine injected
fluids to the interval approved.

2. The application for an injection well shall include a properly completed Form DOGM-UIC-1
and the following:

2.1 A plat showing the location of the injection well, all abandoned or active wells
within a one-half mile radius of the proposed wells, and the surface owner and the
operator of any lands or producing leases, respectively, within a one-half mile radius
of the proposed injection well.

See Attachments A and B.

2.2 Copies of electrical or radioactive logs, including gamma ray logs, for the proposed
well run prior to the installation of casing and indicating resistivity, spontaneous
potential, caliper and porosity.

All logs are on file with the Utah Division of Oil, Gas and Mining.

2.3 A copy of a cement bond or comparable log run for the proposed injection well after
casing was set and cemented.

A copy of the cement bond log is on file with the Utah Division of Oil, Gas and Mining.

2.4 Copies of logs already on file with the Division should be referenced, but need not be
refiled.

All copies of logs are on file with the Utah Division of Oil, Gas and Mining.

2.5 A description of the casing or proposed casing program of the injection well and of
the proposed method for testing the casing before use of the well.

The casing program is 8-5/8", 24#, J-55 surface casing run to 263' GL, and 5-1/2" 15.5#
J-55 casing run from surface to 5841' KB. A casing integrity test will be conducted at
the time of conversion. See Attachment E.

2.6 A statement as to the type of fluid to be used for injection, its source and estimated
amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water from
the Johnson Water District supply line. The secondary type of fluid to be used for
injection will be culinary water from the Johnson Water District commingled with
produced water. The estimated average rate of injection will be 300 BPD, and the
estimated maximum rate of injection will be 500 BPD.

2.7 Standard laboratory analysis of the fluid to be injected, the fluid in the formation
into which the fluid is being injected, and the compatibility of the fluids.

See Attachment F, F-1, F-2, and
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The proposed average and maximum injection pressures.

The proposed average injection pressure will be approximately 1100 psig and the
maximum injection pressure will not exceed 1580 psig.

2.8 Evidence and data to support a finding that the proposed injection well will not
initiate fractures through the overlying strata or a confining interval that could
enable the injected fluid or formation fluid to enter the fresh water strata.

The minimum fracture gradient for the Balcron Monument Federal #14-4-9-16, for
proposed zones (4787' - 4989') calculates at 0.765 psig/ft. The maximum injection
pressures will be limited so as not to exceed this gradient. A step rate test will be
performed periodically to ensure we are below parting pressure. The proposed maximum
injection pressure is 1580 psig. See Attachment G through G-2.

2.9 Appropriate geological data on the injection interval and confining beds, including
the geologic name, lithologic description, thickness, depth, and lateral extent.

In the Balcron Monument Federal #14-4-9-16, the injection zone (4787' - 4989') is in the
Douglas Creek member of the Green River Formation. The reservoir is a very fine-
grained sandstone with minor imbedded shale streaks. The estimated porosity is 13%.
The Douglas Creek member is composed of porous and permeable lenticular calcareous
sandstone and low porosity carbonates and calcareous shale. The porous and lenticular
sandstone varies in thickness from 0-31' and is confined to the Monument Butte Field.
Outside the Monument Butte Field, the sandstone is composed of tight, very fine, silty,
calcareous, sandy lacustrine shale. All of the confining strata are impermeable, and will
effectively seal off the oil, gas, and water of the injection zone from any strata directly
above or below it.

2.10 A review of the mechanical condition of each well within a one-half mile radius of
the proposed injection well to assure that no conduit exists that could enable fluids
to migrate up or down the wellbore and enter the improper intervals.

See Attachments E through E-8.

Additionally, the injection system will be equipped with high and low pressure shut down
devices that will automatically shut in injection waters if a system blockage or leakage
occurs. One way check valves will also ensure proper flow management. Relief valves
will also be utilized for high-pressure relief.

2.11 An affidavit certifying that a copy of the application has been provided to all
operators or owners, and surface owners within a one-half mile radius of the
proposed injection well.

See Attachment C.

2.12 Any other information that the Board or Division may determine is necessary to
adequately review the application.

Inland Production Company will supply any requested information to the Board or
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Minerals Ownership & Minerals
# Land Description Expires Leased By Surface Rights

O
1 Township 9 South, Range 16 East U-034217-A Inland Production Company (Surface Rights)

Section 5: N/2SE/4 HBP USA

2 Township 9 South, Range 16 East U-020255 Inland Production Company (Surface Rights)
Section 8: N/2NE/4 HBP USA

3 Township 9 South, Range 16 East UTU-73086 Inland Production Company (Surface Rights)
Section 4: W/2SW/4 HBP USA
Section 5: S/2SE/4

4 Township 9 South, Range 16 East UTU-65207 Inland Production Company (Surface Rights)
Section 8: SE/4NE/4 HBP Yates Petroleum Corporation USA
Section 9: NE/4, NE/4NW/4, S/2NW/4 Abo Petroleum Corporation
Section 10: N/2 NW/4 Yates Drilling Company
Section 35: W/2 Myco
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Minerals Ownership & Minerals
# Land Description Expires Leased By Surface Rights

5 Township 9 South Range 16 East UTU-64379 Inland Production Company (Surface Rights)
Section 3: SE/4 HBP Yates Petroleum Corporation USA
Section 4: SE/4SW/4
Section 8: SW/4NE/4, SE/4
Section 9: SW/4SW/4
Section 17: NE/4
Section 18: Lots 3,4, E/2SW/4, SE/4
Section 19: Lots 1,2, NE/4, E/2NW/4
Section 21: N/2
Section 22: W/2NE/4, SE/4NE/4, NW/4

6 Township 9 South, Range 16 East UTU-30096 Inland Production Company (Surface Rights)
Section 4: Lots 1-4, S/2N/2; HBP Key Production Company, Inc USA
Section 5: Lots 1-3, S/2NE/4,

SE/4NW/4, NE/4SW/4

7 Township 9 South, Range 16 East UTU-77388 Inland Production Company (Surface Rights)
Section 3: Lots 3 & 4, S/2NW, SW/4 HBP USA
Section 4: NE/4SW/4, SE

14-4-9-16inj.doc
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ATTACHMENT C

CERTIFICATION FOR SURFACE OWNER NOTIFICATION

RE: Application for Approval of Class II Injection Well
Balcron Monument Federal #14-4-9-16

I hereby certify that a copy of the injection application has been provided to all surface owners within a
one-half mile radius of the proposed injection well.

Signed:
Inland Production Con ny
Bill Pennington
Chief Executive Officer

Sworn to and subscribed before me this // day o , 2001.

Notary Public in and for the State of Colorado:

My Commission Expires: 7 | d /

OF



Balcron Monument Federal #14-4
Spud Date: 8-11-96
Put on Production: 9-9-96 Initial Production: 33 BOPD, 0 MCFD
GL: 5766' KB: 5776' Wellbore Diagram 0 BWPD

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 9-4-96 4978'-4989' 48,100# 16/30 sand, and 17,388 gals fluid.

GRADE: J-55 9-6-96 4787'-4847' 96,400#16/30 sand, and 28,476 gals fluid.

WEIGHT: 24#

LENGTH: 6 JTS (253')

DEPTH LANDED: 263'

HOLE SIZE: 12-1/4"

CEMENT DATA: 160 sx Class "G"cmt

PRODUCTION CASING

CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 135 jts (5831.81)

HOLE SIZE: 7-7/8"

CEMENT DATA: 270 sks Super G & 400 sks 50/50 Poz

CEMENT TOP AT: 1100'

SET AT: 5841'

TUBING
SIZE/GRADE/WT: 2-7/8", J-55, 6.5#

NO. OF JOINTS: 159 (4946.35')

TUBING ANCHOR: 2.80' @4953.35' KB

2 Jts. Tubing 63.08'

SN: @5022.23' KB

Perf Sub: 4.20'

l jt Tubing 28.05'

N.C.:0.40'

EOT: @5055.98' KB

SUCKER RODS

POLISHEDROD: 1-1/4"x22' PERFORATION RECORD
SUCKER RODS: 1-6',1-4'x3/4" pony rods; 190-3/4" plain, 8 -3/4" scrapered, 1

9-4-96 4985'-4989' 4 JSPF 16 holes
- 2' x 1" scrapered pony, 1 - 1-1/2" weight rods, 1 - 2'xl" scrapered, es

PUMP SIZE: 2-l/2"xl-3/4"x15' RHAC 9-4-96 4787'-4795' 2 JSPF 16 holes
STROKE LENGTH: 86"

PUMP SPEED, SPM: 4.5 SPM
4787'-95'

LOGS: DLL/GR, LDT/CNL 4838-47'

Anchor @4956'

4978'-82'

4985'-89'

Inland Resources Inc. - SN@5022'

Balcron Monument Federal #14-4 EOT @5056'
PBTD @579T

719 FSL 607 FWL TD @5850'

SWSW Section 4-T9S-R16E

Duchesne Co, Utah

API #43-013-31666; Lease



NGC #12-4G
Spud Date: 4-8-83 Initial Production: 55 BOPD, 0 MCFD
Put on Production: 9-12-83 16 BWPD
GL: 5734' KB: 5748' Wellbore Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 8-26-83 5931'-6250' 80,000#20/40 tti sd, 26,800 gals ttl fluid.
GRADE: J-55 Avg rate of 38 BPM w/ avg press of 2500

psi. ISIP-1950 psi, 5 min 1900 psi.
WEIGHT: 32#

8-26-83 5337'-5367' 160,000 ttl sd, 45,940 gals til fluid. Avg
LENGTH: 7 JTS rate of 37 BPM w/ avg press of 1900 psi.

DEPTH LANDED: 305, ISIP-1800 psi, 5 min 1710 psi.

HOLE SIZE: 12-1/4" 8-30-83 5029'-5074' 198,000 ttl sd, 55,590 gals ttl fluid. Avg
rate of 47 BPM w/ avg press of 2300 psi.

CEMENT DATA: 215 skx Class "G"cmt, est 18 bbls to surface ISIP-2100 psi, 5 min 1700 psi.

9-1-83 4887'-4900' 99,400# ttl sd, 28,190 ttl fluid. Avg rate
of 38 BPM wlavg press of 2300 psi. ISIP-
2250 psi, 5 min 1900 psi.

PRODUCTION CASING

CSG SIZE: 5-1/2"

GRADE: K-55, J-55

WEIGHT: 15.5#

LENGTH: 166 jts (6409')

HOLE SIZE: 7-7/8"

CEMENT DATA: 682 sks BJ Lite

CEMENT TOP AT: 2496'

SET AT: 6518'

TUBING
SIZE/GRADE/WT: 2-7/8", J-55, 6.5#

NO. OF JOINTS: 192

TUBING ANCHOR: 4826'

SEATING NIPPLE: 2-7/8" Anchor @4826'

TOTAL STRING LENGTH: ?

SNLANDEDAT: 6105'

4887'-89'
4891'-4900'

5029'-32'
SUCKER RODS

5033'-45'
POLISHED ROD: 1-l/4"x22' 5058'-65, PERFORATION RECORD
SUCKER RODS: 92-7/8" scrapered, 142-3/4" sucker, 9 sinker bars 5068'-74' 8-24-83 5931'-5934' l JSPF 4 holes
TOTALROD STRINGLENGTH: 8-24-83 6081'-6084' 1 JSPF 4 holes5337'-42'
PUMP NUMBER: 8-24-83 6110'-6115' 1 JSPF 6 holes
PUMP SIZE: 2-1/2"x1-3/4"x16' RHAC 5351'-57' 8-24-83 6245'-6250' 2 JSPF 11 holes
STROKELENGTH: 5361'-63' 8-26-83 5337'-5342' 2 JSPF 11 holes
PUMP SPEED, SPM: 5931'-34' 8-26-83 5351'-5357' 2 JSPF 13 holes

8-26-83 5361'-5363' 2 JSPF 5 holes
LOGS: CBL,GR, CCL (6420'-2000') 6081'-84' 8-30-83 5029'-5032' 3 JSPF 10 holes

6110'-15' 8-30-83 5033'-5045' 3 JSPF 36 holes
8-30-83 5058'-5065' 3 JSPF 22 holes6245'-50' 8-30-83 5068'-5074' 3 JSPF 19 holes
8-31-83 4891'-4900' 3 JSPF 28 holes
8-31-83 4887'-4889' 3 JSPF 7 holes

Inland Resources Inc.
PBTD @6436

NGC#12-4G _ Togosis

809 FWL 2083 FNL

SWNW Section 4-T9S-Rl6E

Duchesne Co, Utah

API #43-013-30699; Lease



South Wells Draw Fed #11-4-9-16
Spud Date: 10/21/98 Initial Production: 93 BOPD;
Put on Production: 11/21/98 Wellbore Diagra111 141 MCFD; 6 BWPD
GL: 5734' KB: 5744'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 11/12/98 5742'-5890' Frac CP-0.5 & CP-2 sands as follows:

120,312# 20/40 sand in 603 bbis Viking I-
GRADE: J-55 25 fluid. Perfs broke back @3263 psi @
WEIGHT:24# 18.5 BPM. Treated @avg press of 1650 psi

w/avg rate of 35 BPM. ISIP: 2400 psi, 5-
DEPTH LANDED: 326' min 2175 psi. Flowback on 12/64 choke for
HOLE SIZE:12-1/4" 4-1/2 hours and died.

CEMENT DATA: 140 sxs Premium cmt, est 6 bbIs to surf. Cmt fell. Pump 11/14/98 5408'-5425' Frac LODC sand as follows:
6 bbl "G" cmt down 1" string. Est. 2 bbl to surface 84,000#20/40 sand in 451 bbls Viking I-

25 fluid. Perfs broke back @2005 psi.
Treated @avg press of2500 psi w/avg rate
of 33 BPM. WI sand on perfs pressure
increased steadily. Rate was increased to 35
BPM and sand was cut @blender @9#.
Screened out w/8.6@ sand on perfs w/1332
gal left to flush. Est 74,200 # sand in perfs,
8,300 @sand left in casing. ISIP: 3350 psi,

PRODUCTION CASING S-min2450psi.Flowbackon12/64choke

CSG SIZE: 5-1/2" for 3-1/2 hours and died.

GRADE: J-55 11/17/98 4803'-4914' Frac D-S3, D-1 & D-2 sands as follows:
92,438#20/40 sand in 518 bbls Viking I-

WEIGHT: 15.5# 25 fluid. Perfs broke back @3371 psi.
LENGTH: 137 jts. (6005') Treated @avg press of 3000 psi w/avg rate

of 34 BPM.wlsand on perfs pressure
SET AT: 6014' KB increased steadily. Rate wasincreased to 37
HOLE SIZE: 7-7/8" BPM & sand was cut @blender @8.7#. A

Full flush was achieved. ISIP: 3550 psi, 5-
CEMENT DATA: 295 sxs Premium modified mixed & 310 sxs class G min 3371 psi. Flowback on 12/64 choke for
CEMENT TOP AT: 484' ent bond log(Schlumberger) 1 hour and died.

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 195 jts

TUBING ANCHOR: 5584'

SEATING NIPPLE: 2-7/8"

TOTALSTRINGLENGTH:EOT@5796'KB

SN LANDED AT: 5765'KB

SUCKER RODS

POLISHED ROD: 1-1/2" x 22' SM

SUCKER RODS: 4 - 1-1/2" wt rods, 4 - 3/4" scrapered, 127 - 3/4" plain, 95 - PERFORATION RECORD
3/4" scrapered. 4862'-68, 11/11/98 5742'-5749' 4 JSPF 28 holes
PUMP SIZE: 2-1/2" x 1-1/2" x 16' RHAC Pump 11/11/98 5873'-5890' 4 JSPF 68 holes

4906'-14' 11/13/98 5408'-5411' 4 JSPF 12 holes
STROKE LENGTH: 68" 11/13/98 5419'-5425' 4 JSPF 24 holes

PUMP SPEED, SPM: 4 SPM i 5408'-11' 11/16/98 4803'-4808' 4 JSPF 20 holes
- 5419'-25' 11/16/98 4855'-4858' 4 JSPF 12 holes

LOGS:DIGL/SP/GRICAL 11/16/98 4862'-4868' 4 JSPF 24 holes
SDL/DSN/GR Anchor @5584'KB 11/16/98 4906'-4914' 4 JSPF 32 holes

5742'-49'

5873'-90'

........-. Inland Resources Inc• SN@S765'KB
EOT @5796'KBSouth Wells Draw #11-4-9-16
Sand Top 5915' KB
PBTD @6003' KB2067 FSL 1990 FWL ¯

TD @6014'KB

NESW Section 4-T9S-R16E

Duchesne Co, Utah

API #43-013-32104; Lease



Monument Federal #13-4-9-16
Spud Date: 1-6-97
Put on Production: 2-4-97 Initial Production: 65 BOPD, 116 MCFD
GL: 5761' KB: 5773' Wellbore Diagrain 0 BWPD

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 1-21-97 5281'-5345' 27,000#20/40 sand, 66,900# 16/30 sand,
GRADE: J-55 and 27,678 gals fluid. Treated w/avg rate

of 30.8 BPM w/ avg press of 1690 psi.
WEIGHT: 24# ISIP-1920, 5 min 1940 psi.
LENGTH: 5 JTS (253')

DEPTH LANDED: 263'

HOLE SIZE: 12-1/4"

CEMENT DATA: 160 skx Class "G"cmt, est 4 bbls to surface

PRODUCTION CASING

CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 140 jts
HOLE SIZE: 7-7/8"

ET :

5DATAAT75 s 0/50 Poz

TUBING
SIZE/GRADE/WT: 2-7/8", J-SS, 6.5#

NO. OF JOINTS: 168

TUBING ANCHOR: 5221'

SEATINGNIPPLE: 2-7/8"

TOTAL STRING LENGTH: ?

SN LANDED AT: ?

SUCKERRODS

POLISHED ROD: 1-1/2"x22' PERFORATION RECORD

SUCKER RODS: 1-6',1-8',1-2'x7/8" pony rods; 212-3/4" plain; 1-18-97 5328'-5345' 4 JSPF 68 holes
TOTALRODSTRINGLENGTH: Anchor@5221' 1-18-97 5308'-5317' 4JSPF 36holes
PUMPNUMBER: 1-18-97 5281'-5286' 4JSPF 20holes
PUMP SIZE: 2-1/2"x1-3/4"x16' RHAC

STROKE LENGTH:

PUMP SPEED, SPM:

LOGS: DLLIGR,LDT/CNL i $1528l'-86'
$15308'-17'

Ëi 5328'-45'

Inland Resources Inc. T@5222'

PBTD @5924'
Monument Federal 13-4-9-16 TD @6000'

2050 FSL 660 FNL

NWSW Section 4-T9S-Rl6E

Duchesne Co, Utah

API #43-013-31716; Lease



Castle Peak #43-5
Initial Production: 45 BOPD, 14 MCFD

Spud Date: 1/2/84 20 BWPD
Put on Production: 2/14/84 Wellbore Diagram
GL: 5786' KB: 5796'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 2-11-84 5742'-5756' 44,010 gals YF4G, containing 1000#

DEPTH LANDED: 240, inverta frac sd, 2000# diverta frac sd,
44,000# 20/40 sd & 16,992# 10/20 sd.

HOLE SIZE: 12-1/4" Screened out. Avg rate of 11 BPM @
CEMENT: 190 sx Class "G"cmt 1900 psi.

3-8-84 5287'-5297' 38,396 gals YF4G containing 1002 #
diverta frac sd., 2005 #inverta frac sd,
38,000#20/40 sd & 10,000# 10/20 sd. Avg
rate of 12 BPM @2650 psi. ISIP-2700
psi, 15min 2200 psi.

3-29-84 4350'-4390' 68,352 gals YF4G containing 85,500#
20/40 sd & 3360# 10/20sd. Screened out.
Avg rate of 20 BPM @1900psi. ISIP-
2000 psi, 20 min 1175 psi.

3-20-85 4865'-4875' KCI water @5500 psi spotted 500 gallons
15% acid & brokedown new zone @2800

PRODUCTION CASING psi./4 bpm to 1900 psi/7-l/2 bpm, balled

CSG SIZE: 5-1/22, off, surged balls off perfs, released pkr &
ran by perfs, pulled up reseat packer @

HOLE SIZE: 7-7/8" 4450, fraced well w/Nowsco, total fluid

CEMENT DATA: 195 sks Lite & 385 sks thixotropic 40,000 gals Beta H 35 gals containing
77,000#20/40 sand, max sand cond = 5

CEMENT TOP AT: 750' ppg, Air = 17bpm, Alp = 3000 psi, ISIP =

SET AT: 6025, 2200 psi, 15 min SIP = 1640 psi, 30 min
SIP = 1460 psi, SIFN, this AM SITP = 500
psi.

No other information available

TUBING from previous operator.

SIZE/GRADE/WT: 2-3/8", J-55, 6.5#

NO. OF JOINTS: 175

TUBING ANCHOR:

SEATING NIPPLE: 2-3/8"

TOTAL STRING LENGTH: ?

SN LANDED AT: 5402'

SUCKER RODS

POLISHEDROD: 1-1/2"x22' PERFORATION RECORD

SUCKER RODS: ? 2-11-84 5742'-5756' 2 JSPF 28 holes
3-7-84 5287'-5292' 2 JSPF 20 holes

TOTAL ROD STRING LENGTH: 3-28-84 4350'-4390' 2 JSPF 80 holes
PUMP NUMBER: Anchor @T 3-20-85 4865'-4867' 4 JSPF 8 holes

PUMP SIZE: 2-l/2"xl-3/4"x16' RHAC
3-20-85 4872'-4875' 4 JSPF 12holes

STROKE LENGTH: 4350'-90'
PUMP SPEED, SPM:

LOGS: CBL/GR
4865'-4867'
4872'-4875'

5287'-92'

5742'-56'

Inland Resources Inc. - PBTD @5986'

Castle Peak Federal #43-5 _ TD @6034'

1989 FSL 5"l0 FEL

NESE Section 5-T95-R16E

Duchesne Co, Utah

API #43-013-30858; Lease



South Wells Draw #14A-4-9-16
Spud Date: 1/17/2000 Initial Production: 75 BOPD,
Put on Production: 7/13/2000 90 MCFD, 4 BWPDGL: 571l' KB: 5721' Wellbore Diagratn

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 2/15/00 5679'-5723' Frac CP sand as follows:
GRADE: J-55 83,359#20/40 sand in 487 bbis Viking I-

25 fluid, Perfs broke down @3656 psi.
WEIGHT: 24# Treated @avg press of 1700 psi wlavg
LENGTH: 7 jts. (305.0T) rate of30 BPM. ISIP 2520 psi, 5 min

2392 psi.
DEPTH LANDED: 316'

2/15/00 5228'-5404' Frac A/LDC sand as follows:
HOLE SIZE:12-l/4" 101,132#20/40 sand in 578 bb1s
CEMENT DATA: 141 sxs Class "G" cmt, est 5 bb1scmt to surf Viking I-25 fluid. Perfs broke down @

3480 psi. Treated @avg press of2100
psi wlavg rate of 34 BPM. Had several
small breaks & a large pressure break
when bringing pumps up to rate. With
approx 40 bbls left to flush, pressure was
near maximum. Rate was decreased 25
BPM, then pressure dropped off approx

PRODUCTION CASING fullflunsh sa hieved.

CSG SIZE: 5-1/2"
2/15/00 4833'-4934' Frac C/D sand as follows:

GRADE: J-55 & N-80 64,257#20/40 sand in 332 bbis Viking I-

WEIGHT: 15.5# & 17.0# 25 fluid. Perfs broke down @2620 psi.
Treated @avg press of 2000 psi wlavg

LENGTH: 144 jts. (5861.96') rate of34 BPM. With 7# sand on perfs,
DEPTH LANDED: 5859.76, pressure increased rapidly. Rate was

increased & sand cut @blender @8-1/2#
HOLE SIZE: 7-7/8" but maximum pressure was reached

CEMENT DATA: 280 sk Prem. Lite H mixed & 400 sxs 50/50 POZ. before any flush water was pumped.
Screened out with approx 38,257# sand

CEMENT TOP AT: Surface per CBL in perfs and 25,000# sand left in esg.

TUBING

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 182 jts (5658.64')

TUBlNG ANCHOR: 5544'

SEATING NIPPLE: 2-7/8" (1.10')

TOTAL STRING LENGTH: EOT @5705'

SN LANDED AT: 5578'

SUCKER RODS 4833'-37'

POLISHED ROD: 1-1/2" x 22' SM

SUCKER RODS: 4-1-l/2"x25' weight bars, 10 -3/4" guided rods, 118 - 3/4" 4924'-30' PERFORATION RECORDslick rods, 90 -3/4" guided rods, 1 -3/4"x6' pony rod. 4932'-34
2/15/00 5710'-5123' 4 JSPF 52 holesPUMP SIZE: 2-1/2" x 1-1/2" RHAC 5228'-30, 2/15/00 5679'-5686' 4 JSPF 28 holes

STROKE LENGTH: 74" 5232'-34, 2/15/00 5393'-5404' 4 JSPF 44 holes
2/15/00 5344'-5350' 4 JSPF 24 holesPUMP SPEED, SPM:8 SPM 5238'-40'
2/15/00 5238'-5240' 4 JSPF 8 holes

LOGS:Dual Laterlog, GR, SP, Spectral Density-Dual Spaced Neutron, CBL-GR 5344'-50, 2/15/00 5228'-5230' 4 JSPF 8 holes
2/15/00 5232'-5234' 4 JSPF 8 holes

5393'-5404'
2/16/00 4932'-4934' 4 JSPF 8 holes
2/16/00 4924'-4930' 4 JSPF 24 holes

Anchor @5544' 2/16/00 4848'-4856' 4 JSPF 32 holes
2/16/00 4833'-483T 4JSPF 16holes
2/16/00 4839'-4842' 4 JSPF 12 holes

5679'-86

5710'-23'

Inland Resources Inc. SN@S578'- EOT@S705'
South Wells Draw #14A-4-9-16 PBTD@ 5837'

TD @5879'
731 FSL 2030 FWL

SESW Section 4-T9S-RI6E

Duchesne Co, Utah

API #43-013-32107; Lease
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Balcron Federal #21-9Y

Spud Date: 8/23/93 Initial Production: 50 BOPD, 75 MCFD
Put on Production: 9/30/93
GL: 5747' KB: 5753' Wellbore Diagrain 20 BWPD

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 9/13/93 5349'-5359' Acid job/Breakdown:
GRADE: J-55 ATP = 2500 psi, ATR= 3.8 bpm, ISIP =

WEIGHT: 24# 2200 psi.

LENGTH: 6 JTS -
266.25, Frac sand as follows:

42,329# 16/30 sand w/402 bbis gelled KCL
DEPTH LANDED: 275' KB wtr. ISIP = 2582 psi, 5 min = 2280 psi, 10
HOLE SIZE: 12-1/4" min = 2032 psi, 15 min = 1826psi.

CEMENT DATA: 150 sx Class "G"cmt w/2% CaCl & 1/4#/sx cello flakes 9/17/93 4780'-4796' Acid job/Breakdown:

Balled out. ATP = 2500 psi, ATR = 8 bpm.

Frac sand as follows:
20,000# 16/30 sand w/443 bbis gelled KCL
wtr. ATP = 2000 psi, ATR= 20 bpm, ISIP

1760psi, 15 min = 1500 psi.

PRODUCTION CASING

CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 6154.48'

HOLE SIZE: 7-7/8"

CEMENT DATA: 188 sx "G" w/4% thrifty lite. Tail w/125 sx 50/50
POZ.

CEMENT TOP AT: 2946' KB

SET AT: 6162.48' KB

TUBING
SIZE/GRADE/WT: 2-7/8", J-55, 6.5#

NO. OF JOINTS: 153 (4733.84')

TUBING ANCHOR: 2-7/8" x 5-1/2" x 2.75' Trico

SEATING NIPPLE: 2-7/8" x 1.10'

TOTAL STRING LENGTH: 5393.47'

SN LANDED AT: 5370.37' KB

SUCKER RODS

POLISHEDROD: 1-1/4"x16'SM PERFORATION RECORD
SUCKER RODS: 2-3/4" x 2' Pony, 208 -3/4" x 25' D-61 plain, 6 - 1" x 25' EL 9-9-93 5349'-5359' 2 JSPF 20 holes
w/2-1/2" guides 9-16-93 4780'-4782' 2 JSPF 4 holes

9-16-93 4785'-4796' 2JSPF 22holes
TOTAL ROD STRING LENGTH: 5370'

PUMP NUMBER: 4780'-4782'
PUMP SIZE: 2-1/2" x 1-1/2" x 16'

STROKE LENGTH: 74" 4785'-4796'

PUMP SPEED, SPM: 4

LOGS: CBL/GR, Compensated Neutron-Litho Density Log, Dual Laterolog 5349'-5359'
Micro-SFL

Anchor @5368'

Inland Resources Inc. P TD 6112'KB

Balcron Federal #21-9Y

476 FNL 2051 FWL

NENW Section 9-T9S-Rl6E

Duchesne Co, Utah

API #43-013-31396; Lease



Monument Federal #11-9-9-16
Spud Date: 3/20/96
Put on Production: 4/16/96

Initial Production: 113BOPD, 0 MCFD

GL: 5756' KB: 5766' (10' KB) Wellbore Diagram 18 BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 3/28/96 4827-4836' Acid job/Breakdown:

GRADE: J-55 1000 gals 15% HCl & 1394 gals wtr. ATP

WEIGHT: 24#
= 2000 psi, ATR = 3.8 bpm, ISIP = 1400

LENGTH: 7JTS-288'
4762'-4781' 1000 gals 15% HCI & 1394 gals wtr. ATP

DEPTH LANDED: 298' KB = 2000 psi, ATR= 3.8 bpm, ISIP = 1400

HOLE SIZE: 12-1/4" P

CEMENT DATA: 160 sx Class "G"cmt 4/01/96 4762'-4836' Frac sand as follows:
33,180 gals 2% KCI wtr & 110,000# 16/30
sand. ATP = 3800 psi, ATR = 35.5 bpm,
ISIP = 3500 psi, 5 min = 1410 psi, 10min =

1350 psi, 15 min = 1290 psi, 30 min = 1180
psi.

9/17/93 4780'-4796' Acid job/Breakdown:

PRODUCTION CASING
Balledout. ATP=2500psi,ATR=8bpm.

Frac sand as follows:
CSG SIZE: 5-1/2" 20,000# 16/30 sand w/443 bbls gelled KCL

GRADE: J-55 wtr. ATP = 2000 psi, ATR= 20 bpm, ISIP
1760 psi, 15 min = 1500 psi.

WEIGHT: 15.5#

LENGTH: 5856.T

HOLE SIZE: 7-7/8"

CEMENT DATA: Lead - 265 sx Super "G", 47#/sx G +3#/sx poz +

34#/sx BA-91 + 3% salt + 2% gel+ 2#Isx Hi-seal2 + 1/4#/sx cello flake.
Tail - 348 sx 50/50 poz+ 2% gel + 1/4#/sx cello flake + 2#Isx Hi-seal2.

CEMENT TOP 7AT 530

TUBING
SIZE/GRADE/WT: 2-7/8", J-55, 6.5#

NO. OF JOINTS: 152 Jts.
TUBING ANCHOR: 2.80' 4820.29'KB

SEATING NIPPLE: 1.10'

TOTAL STRING LENGTH: EOT @4883.57' KB

SN LANDED AT: 4855.12' KB

SUCKER RODS

POLISHEDROD: 1-1/2"x22'polishedrod PERFORATION RECORD

SUCKER RODS: 2 - 6', 1 - 4'x3/4" pony rods, 40 - 3/4" scrapered rods, 142 - 3-28-96 4762'-4781' 8 holes
3/4" plain rods, 10 - 3/4" scrapered rods, 1 - 1-1/2" weight rod. 3-28-96 482T-4836' 6 holes

TOTALRODSTRINGLENGTH: 4863'
4-03-96 4302'-4310' 4JSPF 32holes

PUMP NUMBER: 4302'-4310'

PUMP SIZE: 2-1/2" x 1-1/2" x 16' RHAC pump.

STROKE LENGTH: 86"
' 4762'-4781'

PUMP SPEED, SPM: 4 SPM

LOGS: DLL, CNL/Litho-Density, CBL/GR Anchor @4820'

4827'-4836'

Inland Resources Inc. SN@4855'KB

MonumentFederal#11-9-9-16 EOT@4884'KB

PBTD @5822' KB
674 FNL 668 FWL

TD @5867' KB
NWNW Section 9-T9S-Rl6E

Duchesne Co, Utah

API #43-013-31618; Lease



Monument Federal #41-8-9-16
Spud Date: 3/20/96 Initial Production: 100 BOPD, 0 MCFD
Put on Production: 3/29/96
GL: 5811' KB: 5822' Wellbore Diagrani 15 BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 4-1-96 5229'-5240' Frac sand as follows:

GRADE: J-55 19,698 gals 2% KCL wtr, 26,280#20/40

WEIGHT: 24# sand and 42,600# 16/30 sand. ATP: 2050
psi, ATR: 30.8 bpm, ISIP: 4400 psi, 5 min:

LENGTH: 6 JTS 1690 psi, 10 min: 1410 psi, 15 min: 1320

DEPTH LANDED: 260, psi. Used 469 bbis wtr. Screen out
w/61,655#sand on formation.

HOLE SIZE: 12-1/4"

CEMENT DATA: 160 sx Class "G"cmt w/2% CaCl & l/4#/sx cello flakes 4-4-96 4816'-4983' Frac sand as follows:

18,942 gals 2% KCL gelled wtr and
60,100#16/30 sd. ATP = 3700 psi, ATR =

34 bpm, ISIP = 5100 psi, 5 min: 1650 psi,
10 min: 1460 psi, 15 min: 1400 psi. Used
451 bbls wtr. Screen out w/51,207# sand on
formation. Flow back 1 bpm. 1-1/2 hrs =

PRODUCTION CASING 90bblsflowback.

CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 134 jts (5856.58')

HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sx Super "G" & 350 sx Poz 50/50

SET AT: 5919.18' KB

TUBING
SIZE/GRADE/WT: 2-7/8", J-55, 6.5#

NO. OF JOINTS: 165

TUBING ANCHOR: 4767.47'

SEATINGNIPPLE: 2-7/8"

TOTALSTRINGLENGTH: 5315.10'

SN LANDED AT: 5279.22'

SUCKER RODS Anchor@4767'

POLISHED ROD: 1-1/4"x22' PERFORATION RECORD

SUCKER RODS: 1 - 1" x 2' pony w/2-l/2" guides, 1 - 1.1/2" x 25' K-Bar, 208 3-27-96 5229'-5240' 4 JSPF 44 holes
- 3/4" x 25' D-61 plain 4-3-96 4978'-4983' 7 holes

TOTALRODSTRINGLENGTH:
4-3-96 4816'-4821' 7holes

PUMP NUMBER: Trico #1156 4816'-21'
PUMP SIZE: DHP, 2-1/2" x 1-1/2" x 16' RHAC

STROKE LENGTH: 86" : 4978'-83'
PUMP SPEED, SPM: 5 SPM

LOGS: Litho-Density/CNL, DLL/GR, CBL

5229'-40'

SN @5279'

Inland Resources Inc. PBTD @5874'

TD @ 5950'

Monument Federal #41-8-9-16

806 FNL 605 FEL

NENE Section 8-T9S-Rl6E

Duchesne Co, Utah

API #43-013-31619; Lease
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ATTACHMENT F

WATER ANALYSIS

WE WERE UNABLE TO DO A WATER ANALYSIS - THIS WELL HAS BEEN SHUT IN WHILE
AWAITING CONVERSION, AND NO WATER WAS AVAILABLE.

MONUMENT FEDERAL



UNICHEM
A Diësion of BJ Services P.O. Box217 Office(435) 722-5 gAoosevelt,Utah84086 Fax(435) 722-5727

WATERANALYSißREPORT

company INLAND PRODUCTION Address Date 1-27-00

Source JOHNRON Date Sampled ..76-00 AnalyslaNo.

Analysis mg/l(ppm) 'Meg/I
1. PH 7.4
2. H,8 (Qualltative)
3, Specific Gravity . 1 0 1
4. Dissolved Solids 600
5. Aikallnity (CaCO,) CO, Û ÷30 CO,

6. Bicarbonate(HCO) HCoa ÷81 HCOy
7. HydroXyl (OH) OH + 17 OH

8. Chlorides (Cl) Cl 35.5 Ci

9, Sulfates (SO,) SO 130 -i- 48 SO,

10, Oglofum(08) ca 2 ÷20 4 ca
11. Magnealum (Mg) MG 4i ÷12.2 Mg

12. Total Hardness (Ca00

13, Totalfron (Fe) Û6
14. Manganese
15, Phosphate Residuals

'Mlllie4ulvalents per ilter

PRÓBABLE MINERALCOMPOSITION
Comoound youlv wt. X Maall MBS

4 c.teco b n.e4 4 74
4 co.

CaSO, 68.07

coa) 3

MgCla 47.62

Saturation Values Diadlied We er20•C

OaCOi 13Mg/1 NaHCOs

caso. , 2H.0 2,090 Myl NM0s 71.03

MgCO: 03 Mg/\ N 01 ESAS



ÚNICHEM
ADivision of BJ Sirvices P.O. Box217 Office(435) 722-5006

Roosevelt, Utah 84088 Fax (405) 722-5727

WATERANALYSISREPORT
companyINLANDPRODUCTION Address Da$

MBIF 8-25-99
Sour(,e Date Sampled AnalysisNo.

Analysis mg/i(ppm) *Magli

1. pg 8.0
2. H§ (Qualltative)
3. Speclfic Gravity.
4. Olssolved Sollde
5. Albalinity(CaCO,) co 0 ao 0 co

6. Sidarbonate (HCOa) Hoo 430 + 61 7 Hco,

7. Hydroxyl(OH) OH 0 ÷1T 0 OH

8. Chlorides (Cl) ct 71 ÷35.5 2 ci

9 Sulfates(SO,) SO, ÷48 0 80,

10. Calcium(Ca) ca 40 ÷20 2 ca

11, Magneslum(Mg) MG ÷12,2 Mg

12.TotalHardness(CaCO )

13. TotalIron (Fe)

14. Manganese
15.PhosphateResidua a

'Mlll!equivalentaper liter
PRosABLE MINERAL COMPOSIT N

Comanuad quit WL Maall

2 ca eco,
7

.

ca(Hoo , 8104
162

ceSO4 68-07

40, Cact, $5.60
Mg(HCO)2 73.17

Nu CL Maso 60.18

Mach 47.62

saturationvalues e aúltod Water 2060 336
NaHC RDO

CaCO 13 Mg/I

Ca5Q - 2H2O 2,000M Na2SO 71 03

Moco 103Mg/\ CI 68



Attachment "G"

Balcron Mon Federal #14-4-9-16
Proposed Maximum Injection Pressure

Calculated
Frac Interval Frac

(feet) Avg. Depth ISIP Gradient
Top Bottom (feet) (psi) (psilft) Pmax
4978 4989 4984 1600 0.754 1587
4787 4847 4817 1600 0.765 1580

Minimum 1580

Calculation of Maximum Surface Injection Pressure
Pmax = (Frac Grad -(0.433*1.005)) x Depth of Top Perf
where pressure gradient for the fresh water is .433 psilft and
specific gravity of the injected water is 1.005.

Frac Gradient = (ISIP +(0.433*Avg. Depth))/Avg. Depth

O
Monument Federal



DC: $12,780 CC: $77,400
08/17/96 TD: 5010' (710') Day 6

Present Operation: Drilling 7-7/8" hole
DC: $12,780 CC: $90,180

08/18/96 TD: 5695' (685') Day 7
Present Operation: Drilling 7-7/8" hole
DC: $12,330 CC: $102,510

08/19/96 TD: 5850' (155') Day 8
Present Operation: Rigging Down
Drilled 155' of 7-7/8" hole w/fluid, laid down drill pipe, logged well, ran 5831' of 5-1/2",J-55, 15.5# esg as follows:

Shoe
.90'

Shoe jt. 41.2T
Float collar 1.10'
135 jts csg 5788.54'
Landing jt. 10.00'
Total csg length 5831.81'
Depth landed 5841.8 l' KB
PBTD 5798.54' KB

Cement csg as follows: Lead = 270 sxs Super "G" + 3% salt + 2% Gel + 2#/sx Kol-seal +¼#|sx cello flake. Tail = 400 sxs 50/50 poz + 2% gel + ¼#|sx cello flake + 2#|sx Kol-
seal. Plug down @1:30 AM. Rig released @5:30 AM
DC: $2,790 CC: $105,300

09/03/96 Completion
MIRU Cannon Well Service Rig #2. TIH w/4-3/4" bit, 5-1/2" esg scrapper & 186 jts 2-
7/8" tbg. Tag PBTD @5797' KB. Circulate hole clean w/140 bbls 2% KCL wtr. POOHw/24 jts tbg. SWIFN.
DC: $3,152 CC: $108,452

09/04/96 Completion
TOOH w/ tbg & tools. RU Cutter Wire Line to run CBL & perf. Run CBL from 5780' KBto 900' KB. TOC @ 1100' KB. Perf 4978' - 4982' & 4985' - 4989', 4 SPF. Tih w/TDRBP, retrieving tool, 2-3/8" x 4' sub, HD pkr, SN & 162 jts 2-7/8" tbg. Set BP @5060'KB, EOT 4933' KB, pkr 4926' KB. RU BJ Services & break down 4978' - 4982' & 4985' -

4989' w/3150 gals 2% KCL wtr. ATP = 2600 psi, ATR = 3.1 bpm, ISIP = 1600 psi.Used75 bb1s wtr. Release pkr. TOOH w/tbg, pkr & retrieving tool. Flowed back 25bb1s wtr. SWIFN.
DC: $9,605 CC: $118,057

09/ p ti n
Flow back 5 bb1s wtr. TIH w/retrieving tool & 151 jts tbg. Tag sand @ 4703' KB.
Circulate down to BP @4887' KB. Release BP. TOOH w/tbg & BP. TIH w|retrievingtool, 2-3/8" x 4' sub, HD pkr, SN, & 159 jts tbg. Tag sand @4950' KB. Circulate downto BP @5060' KB. Set pkr @4738' KB. Made 24 swab runs. Recovered 1 bbl oil & 119bb1s wtr, trace sand & good gas. Oil 2% last 3 runs. Fluid level 1850' last 3 runs.



DC: $3,824 CC: $182,766

09/07/96 Completion
Fluid level 500'. lat run 10% oil. Made 30 swab runs. Recovered 20 bbls oil & 127 bb1s
wtr. Good gas, no sand. Oil 25% last 3 runs. Fluid level 2000' last 2 runs. Shut well
in until 9-9-96.
DC: $1,732 CC: $184,498

09/09/96 Completion
Bleed well off. Release pkr, tag sand @5028' KB. Circulate down to BP @ 5060' KB.
Retrieve BP. TOOH w/tbg, pkr & BP. TIH w/production string (tbg) as follows:

LENGTH DEPTH KB
1 - Notched-pinned collar .40' 5052.40'
1 - jt 2-7/8" EUE J-55 8rd 6.5# 28.05' 5052.00'
1 - perf sub 2-7/8" x 4' 4.20' 5023.95'
1 - SN 2-7/8" 1.10' 5019.75'
9 - jts 2-7/8" EUE J-55 8rd 6.5# 280.69' 5018.65'
1 - tbg anchor 2-7/8" x 5-1/2" (TRICO) 2.75' 4737.96'
152 - jts 2-7/8" EUE J-55 8rd 6.5# 4725.21' 4734.21'
KB 10.00'

ND BOP, ND 5-M well head, NU 3-M well head. Set tbg anchor w/ 11" tension. TIH
w/production string (rods) as follows:

1 - DHP 2-1/2" x 5-1/2" x 15'RHAC w/SM plunger (TRICO #1188)
1 - Pony 7/8" x 2' w/2-1/2" guides
1 - K-bar 1-1/2" x 25'
1 - Pony 7/8" x 2' w/2-1/2" guides
198 - ¾" x 25' D-6 1 Plain
1 - Pony ¾" x 6'
1 - Polish rod 1-1/4" x 22' SM

Press test DHP & tbg to 1000 psi, OK. RDMO.
DC: $23,390 CC: $207,888

09/ 19/96 Completion
Start well pumping. 4.0 SPM. 86" stroke.
DC: $30,589 CC:



O O
ATTACHMENT H

WORK PROCEDURE FOR PLUGGING AND ABANDONMENT

1. Plug #1 Set 352' plug from 4687'-5039' with 75 sx Class "G" cement.

2. Plug #2 Set 200' plug from 2000'-2200' with 30 sx Class "G" cement.

3. Plug #3 Set 100' plug from 213'-313' (50' on either side of casing shoe) with 15 sx
Class "G" cement.

4. Plug #4 Set 50' plug from surface with 10 sx Class "G" cement.

5. Pump 10 sx Class "G" cement down the 8-5/8" x 5-1/2" annulus to cement 263'
to surface.

The approximate cost to plug and abandon this well is



Balcron Monument Federal #14-4
Spud Date: 8-11-96
Put on Production: 9-9-96
GL: 5766' KB: 5778' Proposed PilA

Wellbore Dia ram
SURFACE CASING
CSG SIZE: 8-5/8" 10 sx Class "G" cmt, 50' to surface
GRADE: J-55

WEIGHT: 24# 10 sx Class "G" cement down the 8-5/8" x 5-1/2" annulus
LENGTH: 6 JTS (253') to cement 263' to surface
DEPTH LANDED: 263'

HOLE SIZE: 12-1/4"

CEMENT DATA: 160 sx Class "G"cmt

15 sx Class "G" cmt, 213'-313'

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 135 jts (5831.81)

HOLE SIZE: 7-7/8"

CEMENT DATA: 270 sx Super G & 400 sx 50/50 Poz

CEMENT TOP AT: 1100'

SET AT: 5841'

30 sx Class "G" cmt, 2000'-2200'

4787'-95'
4838'-47'

75 sx Class "G" cmt, 4687'-5039'
4978'-82'

4985'-89'

PBTD @5797'
-- Inland Resources Inc. TD@5850'

Balcron Monument Federal #14-4

719 FSL 607 FWL

SWSW Section 4-T9S-Rl6E

Duchesne Co, Utah

API #43-013-31666; Lease
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DIVISION OF OIL, GAS AND MINING
UNDERGROUND INJECTION CONTROL PROGRAM

PERMIT
STATEMENT OF BASIS

Applicant: Inland Production Company Well: Balcron Monument Fed. 14-4-9-16

Location: 4/9S/16E API: 43-013-31666

Ownership Issues: The proposed well is located on BLM land. The well is located in the
South Wells Draw Unit. Lands in the one-half mile radius of the well are administered by
the BLM. The Federal Government is the mineral owner within the area of review. Inland
and other various individuals hold the leases in the unit. Inland has provided a list of all
surface, mineral and lease holders in the half-mile radius. Inland is the operator of the
South Wells Draw Unit. Inland has submitted an affidavit stating that all owners and
interest owners have been notified of their intent.

Well Integrity: The proposed well has surface casing set at 263 feet and has a cement
top at the surface. A 5 ½ inch production casing is set at 5841'. A cement bond log
demonstrates adequate bond in this well up to 1155 feet. A 2 7/8 inch tubingwith a
packer will be set at 4738 feet. A mechanical integrity test will be run on the well prior to
injection. There are 5 producing wells, 3 injection wells and one P&A well in the area of
review. Allof the wells, but one, have evidence of adequate casing and cement. The well
in question is the Balcron Federal #21-9Y, located in Section 9, Township 9 South,
Range 16 East. This well is permitted as an injection well with the stipulation that a
Radioactive Tracer Survey will be run when the injection pressure builds up to 500 psi.
Inland has provided information showing that the injection zone for the proposed well is
lower in the stratigraphic column than the injection interval on the 21-9Y. At he timethe
R.A.T. Survey is run on the 21-9Y, if the cement does not prove adequate, remedial
action will be taken or the well will be plugged.

Ground Water Protection: According to Technical Publication No. 92 the base of
moderately saline water is at a depth of approximately 1300 feet. Injection shall be limited
to the interval between 4787 feet and 4989 feet in the Green River Formation.
Information submitted by Inland indicates that the fracture gradient for the 14-4-9-16 well
is .765 psilft., which was the lowest reported fracture gradient for the injection zone. The
resulting minimumfracture pressure for the proposed injection interval is 1580 psig. The
requested maximum pressure is 1580 psig. The anticipated average injection pressure
is 1100 psig. Injection at this pressure should not initiate any new fractures or propagate
existing fractures in the adjacent confining intervals. Any ground water present should
be adequately protected.



g O

Balcron Monument Fed. 14-4-9-16
page 2

Oil/Gas& Other Mineral Resources Protection: The Board of Oil, Gas & Mining
approved the South Wells Draw Unit July 16, 2001. Correlative rights issues were
addressed at thistime.Previous reviews in thisarea indicate that other mineral resources
in the area have been protected or are not at issue.

Bonding: Bonded with the BLM

Actions Taken and Further Approvals Needed: A notice of agency action has been sent
to the Salt Lake Tribune and the Uinta Basin Standard. A casing/tubing pressure test will
be required prior to injection. It is recommended that approval of this application be
granted.

Note: Applicable technical publications concerning water resources in the general vicinity of this project have been
reviewed and taken into consideration during the permit review process.

Reviewer(s): Brad Hill Date 02/06/2002



Pt StatŸ of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
1594 West North Temple, Suite 1210

Michael O. Leavitt
Governor PO Box 145801

Kathleen Clarke Salt Lake City, Utah 84114-5801

Executive Director 801-538-5340

Lowell P. Braxton 801-359-3940 (Fax)
Division Director 801-538-7223 (TDD) February 6, 2002

Inland Production Company
410 Seventeenth Street, Suite 700
Denver, Colorado 80202

Re: South Wells Draw Unit Well: Balcron Monument Federal 14-4-9-16, Section 4,

Township 9 South, Range 16 East, Duchesne County, Utah

Gentlemen:

Pursuant to Utah Admin. Code R649-5-3-3, the Division of Oil, Gas and Mining (the

"Division") issues its administrative approval for conversion of the referenced well to a Class II

injection well. Accordingly, the following stipulations shall apply for full compliance with this
approval:

1. Compliance with all applicable requirements for the operation, maintenance and

reporting for Underground Injection Control ("UIC") Class II injection wells

pursuant to Utah Admin. Code R649-1 et seq.

2. Conformance with all conditions and requirements of the complete application

submitted by Inland Production Company.

3. A casing\tubing pressure test shall be conducted prior to commencing

injection.

If you have any questions regarding this approval or the necessary requirements, please

contact Brad Hill or Dan Jarvis at this office.

ely,

J n R. Baza
ssociate Director

er
cc: Inland Production Company, Myton

Dan Jackson, Environmental Protection Agency
Bureau of Land Management,
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STATE OF UTAH
Divisionof Oil, Gas and Mining

355 West North Temple
3 Triad Center, Suite 350

Salt Lake City, Utah 84180-1203

INJECTION WELL - PRESSURE TEST

Test Date: ¶ / Well Owner/Operator: 4 /J ft' J4offo à 50

Disposal Well: Enhanced Recovery WeR: i Other:

API No.: 43-0Í Weß Name/Number: dc

Section: Township: Range: Ñ
\

Initial Conditions:

Tubing - Rate: Pressure: psi

Casing/Tubing Annulus - Pressure: / psi

Conditions During Test:

Time (Minutes) Annulus Pressure Tubing Pressure

0 /g6 ) 99
5 177f -39

10 ?¾76 550

15 / L 16 4

20 i17§ 360

25 i X 16 MO

30 / X 1f 3 (o

Results: Pass/Fail

Conditions After Test:

Tubing Pressure: i psi

Casing/TubingAnnulus Pressure: |}'/ psi

REMARKS:

a . --- n we 4:..- DOGM Witness



PRODUCTION COMPANY
A Subsidiary of1nland Resources Inc.

August 9, 2002

Mr. Dan Jarvis
State of Utah, DOGM
1594 West North Temple - Suite 1310
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Injection Conversion
Monument Federal 14-4-9-16
Sec.4, T9S, R16E
API # 43-013-31666

Dear Mr. Dan Jarvis,

Please find enclosed the sundry, tabular sheet and a copy of the chart on the
Monument Federal 14-4-9-16. The subject well was placed from a producing to an
injection well. If you have any questions please let me know.

Krisha Russell
Production Clerk aEC BV ED

AU 12 2002
DIVISION OF

CIL, GAS AND MINING

Inland Production Company Field Office • Route 3, BOX 3630 • Myton, UT 84052 • 435-646-3721 • FAX 435-646-3031

Corporate Office • 410 Seventeenth Street, Suite 700 • Denver, CO 80202 • 303-893-0102 • FAX



STATE OF U'lz
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING s. LEASE DESIGNATION AND SERIALNO.

UTU-73086

1. SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDIAN,ALLOTTEEORTRIBALNAME

(Do not use this form for proposals to drill or to deepen or plug back to a different reservoir. N/A
Use "APPLICATION FOR PERMIT-" for such proposals.)

ELLL GWAESLL
OTHER

7. UNIT AGREEMENT NAME

2. NAME OF OPERATOR 8. FARM OR LEASE NAME

INLAND PRODUCTION COMPANY BALCRON MON FED 14-4

3. ADDRESS OF OPERATOR 9. WELLNO.

Rt. 3 Box 3630, Myton Utah 84052 BALCRON MON FED 14-4
435-646-3721

4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.* 10. FIELD AND POOL, OR WILDCAT

See also space 17 below.)
At surface MONUMENT BUTTE

SWISW Section 4, T9S R16E
0719 FSL 0607 FWL 11.SEC., T., R., M., OR BLK. AND

SURVEY OR AREA

SW/SW Section 4, T9S R16E

14 API NUMBER 15. ELEVATIONS(Show whether DF, RT, GR, etc.) 12. COUNTYORPARISH 13. STATE

43-013-31666 5766 GR DUCHESNE UT

16. Check Appropriate Box To Indicate Nature of Notice, Report, or Other Data

NOTICE OF INTENTION TO: SUBSEQUENT REPORT OF:

TEST WATER SHUT-OFF PULL OR ALTER CASING WATER SHUT-OFF REPAIRING WELL

FRACTURE TREAT MULTIPLE COMPLETE FRACTURE TREATMENT ALTERING CASING

SHOOT OR ACIDIZE ABANDON* SHOOTING OR ACIDIZING ABANDONMENT*

REPAIR WELL (OTHER) Injection Conversion

(OTHER) (Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

17 DESCRIBE PROPOSED OR COMPLETEDOPERATIONS. (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any

proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

The subject well was converted from a producing to an injection well on 08/02/02. The rods and tubing
anchor were removed and a packer was inserted in bottom hole assembly at 4270'. On 08/07/02 the casing
was pressured to 1275 psi w/ no pressure loss charted in the 1/2 hour test. Mr. Dave Hackford w/State
DOGM was there to witness the test

18 I hereby certify tl t the foregoing is true and correct

SIGNED TITLE Production Clerk DATE 8/9/2002
Krisha Russell

ec: BLM
(This space for Federal or State office use)

APPROVED BY TITLE DATE

CONDITIONS OF APPROVAL, IF ANY: RECEIVED
* See Instructions On Reverse Side AU6i 2 2002

DIVISION OF
L, GAS AND





hanical Integrity Test
Casing or Annulus Pressure Test

Inland Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Og op D Date ß / 7 / Time ¿pso pm

Test Conducted by: $4 apé
Others Present:

Well Location: kl¾ Sed e e API No: as-ot3-sm.t,

Timet Casing Pressure

0 min (X15 psig

5 (275 psig

10 ¡ggs psig
15 4774 psig

20 lA'/g psig

25 IX75 psig

30 min igyg psig

35 psig

40 psig

45 psig

50 psig

55 psig

60 min psig

Tubing pressure: S psig

Result: ass F I

Signature of Witness:

Signature of Person Conducting



O StaAof Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
1594 West North Temple, Suite 1210
PO Box 145801

Michael O. Leavitt
Governor Salt Lake City, Utah 84114-5801

Robert L. Morgan (801) 538-5340 telephone
Executive Director (801) 359-3940 fax

Lowell P. Braxton (801) 538-7223 TTY
Division Director www.nr.utah.gov

UNDERGROUND INJECTION CONTROL PERMIT

Cause No. 231-04

Operator: Inland Production Company

Well: Balcron Monument Federal 14-4-9-16

Location: Section 4, Township 9 South, Range 16 East

County: Duchesne

API No.: 43-013-31666

Well Type: Enhanced Recovery (waterflood)

Stipulations of Permit Approval

1. Approval for conversion to Injection Well issued on
February 6, 2002.

2. Maximum Allowable Injection Pressure: 1580 psig

3. Maximum Allowable Injection Rate: (restricted by pressure
limitation)

4. Injection Interval: Green River Formation (4787 feet -

4989 feet)

Approved by: O 9 07

J R. Baza DatÅ
ssociate Direct

er
cc: Dan Jackson Environmental Protection Agency

Bureau of Land Management, Vernal
Inland Production Company, Myton

utah!
When ideas



FORM 3160-5 TED STATES FORM APPROVED

(June 1990) DEPAR 'NT OF THE INTERIOR Budget Bureau No. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: March 31, 1993

5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-73086

Do not use this form for proposals to drill or to deepen or reentry a different reservoir. 6. If Indian, Allottee or Tribe Name

Use "APPLICATION FOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE NA
1. Type of Well

Oil Gas 8. Well Name and No.

Well | Well
X Other BALCRON MON FED 14-4

9. API Well No.

2. Name of Operator 43-013-31666
INLAND PRODUCTION COMPANY 10. Field and Pool, or Exploratory Area

3. Address and Telephone No. MONUMENT BUTTE
Rt. 3 Box 3630, Myton Utah, 84052 435-646-3721 11. County or Parish, State

4. Location of Well (Footage, Sec., T., R., m., or Survey Description)

0719 FSL 0607 FWL SWISW Section 4, T9S RI6E DUCHESNE COUNTY, UTA

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

Recompletion New Construction

X Subsequent Report Plugging Back Non-Routine Fracturing

Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to Injection

X Other Report of first injection
_

Dispose Water

(Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log fornt)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

The above referenced well was put on injection at 11:00 a.m. on 8/20/02.

14. I hereby certify that the foregoiti is true and correct /
Signed p) gy y| Title Permit Clerk Date 8/20/2002

Mandie Crozier *

CC: UTAH ÐOGM

(This space for Federal or State office use)

Approved by Title Date

Conditions of approval, if any:

Title 18 U.S.C. Section 1001,makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious

or fradulent statements or representations as to any matter within its



' O O

FORM 9

STATE OF UTAH

DIVISION OF OIL, GAS, AND MINING 5. LEASE DESIGNATION AND SERLtL NO.

( -73086

1. SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDIAN,ALLOTTEEORTRIBALNAME

Do not use this form for proposals to drill new wells, deepen existing wells, or to reenter plugged and abandoned wells N/A
Use "APPLICATION FOR PERMIT TO DRILL OR DEEPEN form for such proposals.

LLL GW

LL OTHER IHj€CtÎ0nWell

7. UNITAGRSO

H WELLS DRAW

2. NAME OF OPERATOR 8. WELL NAME and NUMBER

INLAND PRODUCTION COMPANY BALCRON MON FED 14-4

3. ADDRESS AND TELEPHONE NUMBER 9 API NUMBER

Rt. 3 Box 3630, Myton Utah 84052 43-013-31666
435-646-3721

4. LOCATION OF WELL 10 FIELD AND POOL, OR WILDCAT

Footages 719 FSL 607 FWL MONUMENT BUTTE

QQ,SEC, T, R, M: SWISW Section 4, T9S R16E
COUNTY DUCHESNE
STATE UTAH

l1. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NO TCE, REPORT OR OTHER DATA

NOTICE OF INTENT: SUBSEQUENT REPORT OF:

(Submit in Duplicate) (Submit Original Form Only)

ABANDON NEW CONSTRUCTION ABANDON* NEW CONSTRUCTION

REPAIR CASING PULL OR ALTER CASING REPAIR CASING PULL OR ALTER CASING

CHANGE OF PLANS RECOMPLETE CHANGE OF PLANS RECOMPLETE

CONVERT TO INJECTION REPERFORATE CONVERT TO INJECTION REPERFORATE

FRACTURE TREAT OR ACIDIZE VENT OR FLARE FRACTURE TREAT OR ACIDIZE VENT OR FLARE

MULTIPLE COMPLETION WATER SHUT OFF OTHER Step Rate Test

OTHER DATE WORK COMPLETED

Report results of Multiple Completion and Recompletionsto different

reservoirs on WELL COMPLETION OR RECOMPLETION REPORT AND

LOG fo1m
*Must be accompanies by a cement verification report.

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. (Clearly state all neminent letails. and give pertinent dates. If well is directionallydn11ed,give subsurface locations
and measured and true vertical depth for all markers and zones pertinent to this work.

A step rate test was conducted on the subject well on 1/28/04. Results from the test indicate that the fracture
gradient is .820 psi/ft. Therefore, Inland is requesting that the maximum allowable injection pressure (MAIP) be
changed to 1680 psi. Find attached a copy of the step rate chart.

13.

NAME & SIGNATURE: Vice President of OperationS DATE 2/4/2004
Michael Guinn /

(This space for State use only)

4/94 * See Instructions On everse Side

mved by ŠW
Division & RECEIV

COPYgggg Oil,Gas and Mining



Monument Federal 14-4-9-16
South Wells Draw Unit

Step Rate Test

1800
January 28, 2004

1500

1400

1300 saisissisi
0 30 60 90 120 150 180 210 240 270 300 330 360

Rate (BPD)

Step Rate(bpd) Pressure(psi)
Start Pressure: 1310 psi 1 30 1385
Instantaneous Shut In Pressure (ISIP): 1690 psi 2 60 1420
Top Perforation: 4360 feet 3 90 1460
Fracture pressure (Pfp): 1680 psi 4 120 1510
FG: 0.820 psilft 5 150 1550

6 180 1585
7 210 1620
8 240 1655
9 270 1685
10 300 1700
11 330 1725

RECEIVED
FEB0 92004

DMOFOIL,GAS&



Status=0



Unit States Department of the terior

BUREAU OF LAND MANAGEMENT
. TAtm Pm

Utah State Office INgxmCA
P.O. Box 45155

Salt Lake City, UT 84145-0155
http://www.blm.gov

IN REPLY REFER TO:
3106
(UT-924)

September 16, 2004

Memorandum

To: Vernal Field Office

From: Acting Chief, Branch of Fluid Minerals

Subject: Merger Approval

Attached is an approved copy of the name change recognized by the Utah State Office. We have
updated our records to reflect the merger from Inland Production Company into Newfield
Production Company on September 2, 2004.

Michael Coulthard
Acting Chief, Branch of
Fluid Minerals

Enclosure
1.. State of Texas Certificate of Registration

cc: MMS, Reference Data Branch, James Sykes, PO Box 25165, Denver CO 80225
State of Utah, DOGM, Attn: Earlene Russell, PO Box 145801, SLC UT 84114
Teresa Thompson
Joe Incardine
Connie



O OCorporationsSection E O, Geoffrey S. Connor
P.O.Box 13697 4 , A Secretaryof State
Austin, Texas 78711-3697

Office of the Secretary of State

The undersigned, as Secretary of State of Texas, does hereby certify that the attached is a true and
correct copy of each document on file in this office as described below:

Newfield Production Company
Filing Number: 41530400

Articles of Amendment September 02, 2004

In testimonywhereof, I have hereunto signed my name
officiallyand caused to be impressed hereon the Sealof
State at my office in Austin, Texas on September 10,
2004.

Secretary of State

Comevisit us on the internetat http://www.sos.state.tx.us/
PHONE(512) 463-5555 FAX(512) 463-5709 TTY7-1-1
Prepared by:



ARTICLESOF AMENDMENT
p igeŸffc 05100

TO THE Secretary of3tate ofTexas
ARTICLES OF INCORPORATION

OF g 02 $$
INLAND PRODUCTION COMPAN Y CorporationsSection

Pursuant to the provisionsof Article 4.04 of the TexasBusinessCorporationAct (the
"TBCA"), the underaigned corporation adoptsthe following articles of amendment to the articles
of incorporation:

ARTICLE 1 - Name

The name of the corporation is Inland Production Company.

ARTICLE 2 - Amended Name

The following amendment to the Articles of Incorporation was approved by the Board of
Directors and adoptedby the shareholders of the corporation on August 27, 2004.

The amendment alters or changes Article Onë of the Articles of Incorporation to change

the name of the corporation so that, as amended, Article One shallread in its entirety as follows:

"ARTICLE ONE - The name of the corporationis Newfield Production Company."

ARTICLE 3 - Effective Date of Filing

This document will become effective upon filing.

The holder of all of the shares outstanding and entitled to vote on said amendment has
signeda consent in writing pursuant to Article 9.10 of theTBCA, adopting said amendment,and
any written notice required has been given.

IN WITNESSWHEREOF, the undersigned corporation has executed these Articles of
Amendment as of the 1" day of September, 2004.

INLAND RESOURCES INC.

By:
Susan G. Riggs,



UTSL- 15855 61052 73088 76561
071572A 16535 62848 73089 76787
065914 16539 63073B 73520A 76808

16544 63073D 74108 76813
17036 63073E 74805 76954 63073X
17424 630730 74806 76956 63098A
18048 64917 74807 77233 68528A

UTII- 18399 64379 74808 77234 72086A
19267 64380 74389 77235 72613A

02458 26026A 64381 74390 77337 73520X
03563 30096 64805 74391 77338 74477X
03563A 30103 64806 74392 77339 75023X
04493 31260 64917 74393 77357 76189X
05843 33992 65207 74398 77359 76331X
07978 34173 65210 74399 77365 76788X
09803 34346 65635 74400 77369 77098X
017439B 36442 65967 74404 77370 77107X
017985 36846 65969 74405 77546 77236X
017991 38411 65970 74406 77553 77376X
017992 38428 66184 74411 77554 78560)E
018073 38429 66185 74805 78022 79485X
019222 38431 66191 74806 79013 79641X
020252 39713 67168 74826 79014 80207X
020252A 39714 67170 74827 79015 81307X
020254 40026 67208 74835 79016
020255 40652 67549 74868 79017
020309D 40894 67586 74869 79831
022684A 41377 67845 74870 79832
027345 44210 68105 74872 79833'
034217A 44426 68548 74970 79831
035521 44430 68618 75036 79834
035521A 45431 69060 75037 80450
038797 47171 69061 75038 80915
058149 49092 69744 75039 81000
063597A 49430 70821 75075
075174 49950 72103 75078
096547 50376 72104 75089
096550 50385 72105 75090

50376 72106 75234
50750 72107 75238

10760 51081 72108 76239
11385 52013 73086 76240
13905 52018 73087 76241
15392 58546 73807



89/20/2004 10:01 3033824 INLAND RESOURCE PAGE 026
STATEOPUTAH uloFontvl5DEPARTMENTOP NATURALRESOURCES

DIVISIONOF OIL,GASAND MINING

TRANSFEROF AUTHORITYTO INJECT
Well Name and Number

API NumberSee Attached List
LocationofWell

Fie dor UnitName
See Attached ListFootage '

County '
Lease Designationand Number40, Geotion,Township,Range' State: UTAH

EFFECTIVEDATEOP TRANSFER: 9/1/2004

CURRENTOPERATOR

Company: inland ProductionCompany Name: Brian Harris j
Address: 1401 17th Street Suite 1000

cityDenver stateCo gip 80202 Title: EngineeringTech.
Phone: (303) 893-0102

Date: 9/16/2004
Comments:

NEWOPERATOR

Company: Newfield Production CompanY
Name: B Harris

Address: 1401 17thStreet Suite 1000 signature:
gy Denver stateCo p 80202 Title: Engineering h.

Phone:
Date: 9/15/2004

Comments:

(Thisopera rr8 roverlehy

ApprovalDate
Title

comments
g)/// tak

RECEIVED(ðl2000)

SEP2 O2004
DIVOFOIL,GAS&



Division of Oil, Gas and Mining
ROUTING

OPERATOR CHANGE WORKSHEET l. GLH

Change of Operator (Well Sold) Designation of Agent/Operator

X Operator Name Change Merger

The operator of the well(s) listed below has changed, effective: 9/1/2004
FROM: (oldOperator): TO: ( New Operator):
N5160-Inland Production Company N2695-Newfield Production Company

Route 3 Box 3630 Route 3 Box 3630
Myton, UT 84052 Myton, UT 84052

Phone: 1-(435) 646-3721 Phone: 1-(435) 646-3721
CA No. Unit: SOUTH WELLS DRAW (GR)

WELL(S)
NAME SEC TWN RNG API NO ENTITY LEASE WELL WELL

NO TYPE TYPE STATUS
S WELLS DRAW 15-34-8-16 34 080S 160E 4301331670 13269 Federal WI A
CASTLE PEAK 1-3 03 090S 160E 4301330639 13269 Federal WI A
S WELLS DRAW 4-3-9-16 03 090S 160E 4301332096 13269 Federal OW P
BALCRON MON FED 14-4 04 090S 160E 4301331666 13269 Federal WI A
MON FED 13-4-9-16 04 090S 160E 4301331716 13269 Federal OW P
CASTLE PEAK 9R 05 090S 160E 4301315787 99998 Federal NA PA
MON FED 41-8-9-16 08 090S 160E 4301331619 13269 Federal WI A
MON FED 31-8-9-16 08 090S 160E 4301331721 13269 Federal OW P
FEDERAL 21-9Y 09 090S 160E 4301331396 13269 Federal WI A
MON FED 11-9-9-16 09 090S 160E 4301331618 13269 Federal OW P
S WELLS DRAW 9-9-9-16 09 090S 160E 4301332043 13269 Federal WI A
S WELLS DRAW 16-9-9-16 09 090S 160E 4301332044 13269 Federal OW P
CASTLE PK FED 24-10A 10 090S 160E 4301330555 13269 Federal OW P
MON FED 33-10-9-16 10 090S 160E 4301331722 13269 Federal OW P
MON FED 43-10-9-16 10 090S 160E 4301331723 13269 Federal WI A
S WELLS DRAW 2-10-9-16 10 090S 160E 4301331774 13269 Federal OW P
S WELLS DRAW 5-10-9-16 10 090S 160E 4301331811 13269 Federal WI A
S WELLS DRAW 6-10-9-16 10 090S 160E 4301332041 13269 Federal OW P
S WELLS DRAW 7-10-9-16 10 090S 160E 4301332042 13269 Federal WI A
S WELLS DRAW 11-10-9-16 10 090S 160E 4301332045 13269 Federal WI A
S WELLS DRAW 12-10-9-16 10 090S 160E 4301332046 13269 Federal OW P
S WELLS DRAW 13-10-9-16 10 090S 160E 4301332047 13269 Federal OW S

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 9/15/2004
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/15/2004

3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 2/23/2005
4. Is the new operator registered in the State of Utah: YES Business Number: 755627-0143

5. If NO, the operator was contacted contacted on:

Newfield_So Wells 1 FORM_4B.xis



6a. (R649-9-2)Waste Management Plan has been received on: IN PLACE

6b. Inspections of LA PA state/fee well sites complete on: waived

7. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM BIA

8. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: n/a

9. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: nal

10. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: 2/23/2005

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 2/28/2005

2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 2/28/2005

3. Bond information entered in RBDMS on: 2/28/2005

4. Fee/State wells attached to bond in RBDMS on: 2/28/2005

5. Injection Projects to new operator in RBDMS on: 2/28/2005

6. Receipt of Acceptance of Drilling Procedures for APD/New on: waived

FEDERAL WELL(S) BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UT 0056

INDIAN WELL(S) BOND VERIFICATION:
1. Indian well(s) covered by Bond Number: 61BSBDH2912

FEE & STATE WELL(S) BOND VERIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number 61BSBDH2919

2. The FORMER operator has requested a release of liability from their bond on: n/a*

The Division sent response by letter on: n/a

LEASE INTEREST OWNER NOTIFICATION:
3. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: n/a

COMMENTS:
*Bond rider changed operator name from Inland Production Company to Newfield Production Company - received 2/23/05

Newfield So Wells 1 FORM 4B.xis



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATION ANDSERIAL NUMBER:

DIVISION OF OIL, GAS AND MINING UTU73086

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

a not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, 7 UNIT or CA AGREEMENTNAME:

to drill horizontal laterals. Use APPLICATION FOR PERMITTO DRILL form for such proposals. S WELLS DRAW UNIT

l. TYPE OF WELL
B WELL NAME and NUMBER:

OIL WELL Q GAS WELL Q OTHER Injection well BALCRONMON FED 14-4

2. NAME OF OPERATOR:
9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4301331666

3. ADDRESSOF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 CTTY Myton STATE UT zip 84052 435.646.3721 MonumentButte

4. LOCATIONOF WELL:

FOOTAGESAT SURFACE: 0719 FSL 0607 FWL COUNTY: Duchesne

OTR/OTR, SECTION,TOWNSHIP. RANGE.MERIDIAN: SWISW, 4, T9S, Rl6E STATE: Utah

a CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF ACTION SubDate

TYPE OF SUBMISSION TYPE OF ACTION

O AClDIZE DEEPEN REPERFORATE CURRENT FORMATION

O NOTICE OF INTENT
(Submit in Duplicate) ALTER CASlNG FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will CASING REPAIR NEW CONSTRUCTION TEMPORARITLY ABANDON

O CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGETUBING PLUG AND ABANDON VENT OR FLAIR

SUBSEQUENT REPORT Q cHANGE WELL NAME PLUGBACK WATER DISPOSAL

(Submit OriginalForm Only) O CHANGEWELL STATUS PRODUCTION(START/STOP) WATER SHUT-OFF

Date of WorkCompletion: O COMMINGLE PRODUCINGFORMATIONS RECLAMATION OF WELL SITE OTHER: - Step Rate Test

03/06/2006 O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinentdetails including dates, depths, volumes, etc.

A step rate test was conducted on the subject well on February 22, 2006. Results from the test indicate that the fracture gradient is

.856 psilft. Therefore, Newfield is requesting that the maximum allowable injection pressure (MAIP)be changed to 1835 psi.

NAME (PLEASE PRINT)
CheyenneBatemen nm Well Analyst Foreman

SIGNATURF DATE 03/06/2006

(This space for State use only)

MARO9 2006
O OF0 GAS&



Monument Federal 14-4-9-16
South Wells Draw Unit

Step Rate Test
February 22, 2006

2000

1000

- 1800

1700

1600 i a i i i e i a i :

0 50 100 150 200 250 300 350 400 450

Rate (BPD)

Step Rate(bpd) Pressure(psi)

Start Pressure: 1600 psi 'I bo -leab

Instantaneous Shut In Pressure (ISIP): 1875 psi 2 100 1680
Top Perforation: 4360 feet 3 150 1730
Fracture pressure (Pfp): 1835 psi 4 200 1775
FG: 0.856 psilft 5 250 1820

6 300 1850
7 350 1875
8 400



Status=0



FORM 3160-5 IJNITED STATES FORM APPROVED

(September2001) DEPARTMENT OF THE INTERIOR
OMB No. 1004-0135

Expims January 31,2004

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS USA UTU-73086
Do not use this form for proposals to drill or to re-enter an .

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

7. If Unit or CA/Agreement, Name and/or

1 ell
Gas Well 8. W

LNLaSeDa oUNIT

2. Name of Operator BALCRON MON FED 14-4
NEWFIELDPRODUCTION COMPANY 9. API Wall R.

3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301331666

Myton,UT 84052 435 646 3721 10 Field and Pont or FYploratorv Aren

4. Location of Well (Footage, Sec , T, R., M, or SurveyDescription) MONUMENT BUTTE
719 FSL 607 FWL 11. County or Parish, State

SWSW Section 4 T9S R16E DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Acidize O Deepen Q Production(Start/Resume) Water Shut-Off
Notice of Intent Alter Casing O Fracture Treat Q Reclamation Well Integrity

SubsequentReport Casing Repair Q New Construction Q Recomplete Other

Change Plans O Plug & Abandon Q Temporarily Abandon Five Year MIT

Final Abandonment Convert to O Plug Back O Water Disposal

13. DescribeProposed or CompletedOperation(clearly state all pertinent details, includingestimated starting date of any proposed work and approximate duration thereof. Ifthe

proposal is to deependirectionallyor recomplete horizontally, give subsurface locations and measuredand true vertical depths of all pertinent markers and zones. Attach the

Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days followingcompletion

of the involvedoperations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed.

Final AbandonmentNotices shall be filed only after all requirements, including reclamation, have been completed,and the operator has determined that the site is ready for final

inspection.)

On 07/03/07 Dennis Ingram with the State of Utah (DOGM was contacted concerning the 5 Year MITon the above listed well.
Permission was given at that time to perform the test on 07/03/07. On 07/03/07 the casing was pressured up to 1300 psig and
charted for 30 minutes with no pressure loss. The wellwas injecting during the test . The tubingpressure was 1800 psig

during the test. There was a State representative availabletowitness the test.
(Dennis Ingram)
API# 43-013-31666

Accepted by the
Utah Division of

Oil,Gas and Mining

Date: -

By: ----

I hereby certify that the foregoingis true and Title
correct (Printed/ Typed)

Sign D
roductio0nClerk

Conditions of approval, if any, are attached. Approval of this notice does not warrant or

certify that the applicantholds legal or equitabletitle to those rights in the subject lease Office
which would entitle the agglicant to conductoÿerations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212,make it a crime for any person knowinglyand willfully to make to any department or agency ofthe United

States anv false Betidoeusand fraudulent statements or msentationsas to anv matter within its iurisdiction

ÑËCEIVED

DIV.0F0lt,GAS&



' Balcron Monument Federal #14-4-9-16
Spud Date: 8-11-96
Put on Production: 9-9-96 Initial Production: 33 BOPD, 0 MCFD
GL: 5766' KB: 5776' Injector Wellbore 0 BWPD

Diagram
SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 9-4-96 4978'-4989' 48,100# 16/30 sand, and 17,388 gals fluid.

GRADE: J-55 9-6-96 478T-484T 96,400# 16/30 sand, and 28,476 gals fluid.

WEIGHT: 24# 2/12/02 Tubing leak. Update rod and tubing details.

LENGTH: 6 JTS (253') 8/01/02 4360'-4368' l10 gal 15% HCI w/.5 BPM @1700 psi.

DEPTH LANDED: 263' 8/01/02 4360'-4368' 110 gal 15% HCI w/ I BPM @1500 psi.

HOLE SIZE: 12-1/4" 8/02/02 Convert to injector.

CEMENT DATA: 160 sx Class "G"cmt 07/11/07 Five year MIT

PRODUCTION CASINÇ
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 135jts(5831.81)

HOLE SIZE: 7-7/8"

CEMENT DATA: 270 sx Super G & 400 sx 50/50 Poz

CEMENT TOP AT: 1100'

SET AT: 5841'

TUBING
SIZE/GRADE/WT: 2-7/8", J-55, 6.5#

NO. OF JOINTS: 137 jts (4252.04')

SN: @4262.04' KB Packer @4266'
PACKER CE.: 4266.26' KB

TOTAL STRING LENGTH: EOT @4270.47' KB

4360'-4368'

4384'-4392'

PERFÇRATIÇN RECORD
4787'-4795' 9/4/96 4985'-4989' 4 JSPF 16holes

9/4/96 4978'-4982' 4 JSPF 16holes

4838-4847, 9/4/96 4838'-484T 2 JSPF 18 holes
9/4/96 4787'-4795' 2 JSPF 16holes
8/01/02 4384'-4392' 4 JSPF 32 holes

4978'-4982' 8/01/02 4360'-4368' 4 JSPF 32 holes

4985'-4989'

SN @4262'
EOT @4270'
PBTD @579T

Balcron Monument Federal #14-4-9-16 TD @5850'

719 FSL & 607 FWL
SWSW Section 4-T9S-R16E

Duchesne Co, Utah
API #43-013-31666; Lease #U-73086



. Mechanical Integrity Test
Casing or Annulus Pressure Test

Inland Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Date g/¿/ g Time // am
Test Conducted by: /
Others Present:

Well: Akros mas ¿‡‡ÿ.g Field: Alamm / r ye
Well Location: API No:

Time Casing Pressure

0 min |300 psig
5 300 psig

10 |geo psig
15 1300 psig
20 IJOc psig
25 igoo psig
30 min j500 psig
35 psig
40 psig
45 psig
50 psig
55 psig
60 min psig

Tubing pressure: Jg psig

Result: Fail

Signature of Witness:

Signature of Person Conducting
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RECEIVED: Jun. 06, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 U-034217-A 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 BALCRON MON FED 14-4 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013316660000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0719 FSL 0607 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWSW Section: 04 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

6 /5 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  5 YR MIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 On 05/31/2012 Chris Jensen with the State of Utah DOGM was
contacted concerning the 5 Year MIT on the above listed well. On

06/05/2012 the casing was pressured up to 1340 psig and charted for
30 minutes with no pressure loss. The well was not injecting during the
test . The tubing pressure was 1720 psig during the test. There was a

State representative available to witness the test - Chris Jensen.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 6 /6 /2012

June 06, 2012

Sundry Number: 26553 API Well Number: 43013316660000Sundry Number: 26553 API Well Number: 43013316660000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING U-034217-A

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well BALCRON MON FED 14-4

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013316660000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0719 FSL 0607 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWSW Section: 04 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

6 / 5 / 2 0 12
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: 5YRMIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

On 05/31/2012 Chris Jensen with the State of Utah DOGM was Accepted by the
contacted concerning the 5 Year MIT on the above listed well. On Utah Division of

06/05/2012 the casing was pressured up to 1340 psig and charted for Oil, Gas and Mining

30 minutes with no pressure loss. The well was not injecting during the FOR RECORD ONLY
test . The tubing pressure was 1720 psig during the test. There was a June 06, 2012

State representative available to witness the test - Chris Jensen.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 6/6/2012

RECEIVED: Jun. 06,



RECEIVED: Jun. 06, 2012

Sundry Number: 26553 API Well Number: 43013316660000Sundry Number: 26553 API Well Number: 43013316660000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052

Witness: ri6 45/44

435-646-3D7a

/ § / g Time †:ocy am pm

Test Conducted by: go o(son
Others Present:

Well: Anme -‡gg g Field: /Womeyyy
·gge

Well Location: /vE/Sal See4 T'tSy B-ibe API No: 43-Ol 3-3túbb

Ti_me_ Casing Pressure

0 min j () psig

5 j3¿|p psig

10 1310 psig

15 | 3 10 Psie

20 13 Q psig

25 13 Q psig

30 min 3 Û psig

35 psig

40 psig

45 psig

50 psig

55 psig

60 min psig

Tubing pressure: i71Q psig

Result Pa Fail

Signature of Witness: O Ég
Signature of Person Cond cting



RECEIVED: Jun. 06, 2012

Sundry Number: 26553 API Well Number: 43013316660000Sundry Number: 26553 API Well Number: 43013316660000
MIDNIGHT

1500

1250

1000

CHART NO. MC M-2500-24HR
APt 43el3 Olb¾
TV 97637X

METER DISC NO.

CHART PUT NO TAKENOFF

TIMEfÒO A M TIMEgf3 4 M

\ \\ DATE ŠÑ-ÍT DATE /-643

LOCRATIO

0090

09LL
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